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Unit #46010A

F Definitions

NOTE: All definitions listed below refer to the property or item listed as inspected on this report at the time of inspection
A Acceptable Functional with no obvious signs of defect.
NP Not Present  ltem not present or not found.
NI Not Inspected ltem was unable to be inspected for safety reasons or due te lack of power, inaccessible, or disconnected at time
of inspection.
M Marginal Item is not fully functional and requires repair or servicing.
D Defective ltem needs immediate repair or replacement. It is unable to perform its intended function.

General Information

Property Information

rty Address US Coast Guard Housing, Unit #46010A Kinnakeet Rd
e e i :'F-_-“-—' ¥ L

Pro y

>O— O

City Buxton State NC Zip 27920
Contact Name Samuel Horton
Phone 813 340 5163 Faxx

Client Information

=

Client Name U S Coast Guard
Client Address x

City x Statex Zipx

E-Mail samuelhathomcoent . com

Inspection Company

Inspector Name Ralph W. Woodard, NC Licensed Home Inspector #493
Company Name American Home Inspections of NE NC

Company Address PO Box 2347

City Kitty Hawk  State NC  Zip 27949

Phone Cell 25 202 8344 Faxx

E-Mail ralphdubya@embarqmail . com

Conditions

Others Present No Cne Property Occupied Vacant
Estimated Age 12 to 14 years Entrance Faces South
In  ction Date 05/05/2011

Ele..ric On @ Yes O No O Not Applicable

Gas/Oil On O Yes O No ® Not Applicable O K 2 O
Water On O Yes @ No O Not Applicable
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F

General Information (Continued)

Temperature 50-55 degrees
Woeather Clear Soil Conditions Dry
Building Type Duplex Garage Carport

Exterior Surface and Components

A NPNI M D
1L.ROO00
2. LILTLIL]
3.}
40000KX
5:0000OK

Grading: Generally Flat

Driveway: Concrete

Patio: Pressure Treated Wood

Deck: Front, Pressure Treated Wood The front deck handrails and wood
pickets are deteriorated and should be replaced.

Cne of the deck flecor joist is not properly installed with a ledger or
metal joist hanger.

From under the deck, the floor joist below the party wall above, the
floor joist are stained. This indicates that moisture is migrating
from the roof through the party wall and exiting under the house in the
carport.

ke
- I'w Elim s

Porch: Rear Porch, Pressure Treated Wood Screen panels for the porch are

missing or damaged. The porch screen deor is damaged.
There is one place where the ceiling soffit panels are bulging down
ward.
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’r Exterior Surface and Components (Continued)

6. 1100 Stairs/Landings: Rear Stairs & Landing,
Pressure Treated Wocod The 2X2 wood
pickets are loose and missing. The
nails holding the pickets in place have
rusted away.

Exterior Walls Exterior Surface

7.CJJ 1K [] Type: Horizontal Wood Ship Lap Siding All exterior wall surfaces should
be examined and re nailed in the areas where is has become loose. The
exterior of the house should be pressure washed and repainted.

Accent Walls Exterior Surface

8. P[] Type: Plywood Panels with machine shake appearance. The machine shake
look plywocd panels, the nails are loose in several places. The
exterior walls should be examined and the loose siding re nailed. The
exterior of the house should ke pressure washed and repainted.

5. A000[] Trim: wood, Aluminum Covered
10.X 1] [J[] Fascia: wood, wrapped with Aluminum Coil Stock
MO Soffits: vinyl panels There is one soffit &

panel missing from the soffit at the

front of the house.
12.BA ] [J [0 Entry Doors: Ground Front, Fiberglass, Full View Glass
13.D4 1 [][] Entry Door: Ground Utility Room, Fiberglass, Flush Solid Core
14.X ][] Entry Door: Main Living Area, Fiberglass, Full View Glass

Palm-Tech inspector, Copyright © 1998-2009, PDmB, Inc.
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Exterior Surface and Components (Continued)

15.000KXKMO

quininin
7.000xX0
. O000KX

.000O00OK

20. X100

Entry Door: Kitchen/Dining Area,
Fiberglass, Full View Glass Moisture is
migrating to the inside at the door
thresheld. The decor and threshold need
to be adjusted tc stop the moisture
migration.

Windows: Andersen Double Hung, Tilt & Wash Feature

Window Screens: Metal wire There are several screens at varicus leocation
in the house that are not installed in the windows. No effort was made
to inventory the windows.

Exterior Lighting: Exterior, Surface Mount
There ig one light fixture at the front
of the house that is not properly
mounted to its intended surface. There
is a exterior light under the front
deck that was wired with intericr romex
wiring that should have been installed
in electrical conduit. There i= a light
installed for the rear stairs. The
interior romex wiring for this light
should have been installed in
electrical conduit.

Exterior Electric Ouilets: Exterior, Surface Mount The electrical outlet in the
carport. When tested this outlet made a strange noise and there was a
bad smell. The panel breaker for this outlet was turned off.

Hose Bibs: Frost Proof

Palm-Tech Inspector, Copyright © 1988-2009, PDmB, Inc.
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”K Roof

ANPNI M D

All Roof Areas Roof Surface

1. Method of Inspection: On roof

2.X OO0 Material: 2sphalt shingle

3. Type: Hip & Gable

Approximate Age: 14 to 16 vyears

XL Flashing: Metal

X OOOOI[] Valleys: Asphalt shingle

OO O Plumbing Vents: PVC The 3 inch plumbing
vent, there are mcocisture stains around
this pipe in the attic that indicate
the plumbing vent hag failed.

4.
5.
6.
i

¢ TOOOKX Ventilation Vent: Metal One of the metal
ventilation vents is deteriorated to
the point it is allowing moisture to
enter the interior of the house.

9. Roof Water Control

o = S — — =
10. 0O LI Gutters: Plastic Pieces of the gutter are missing, other parts are not
properly connected together.

Palm-Tech Inspector, Copyright © 1928-2009, PDmB, Inc.
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”ﬂ Roof (Continued)

M.JOO0OOK Downspouts: Plastic The gutter down spout
has become discconnected. .

Garage Unit 1

ANPNI M D
Carport, Attached Drive Under Garage
1. Type of Structure: Carport Car Spaces: 01
2.XIC000[00] Ceiling: Masonite W/Wood Trim Boards
3N
g

Floor/Foundation: Concrete

LI
IO Electrical: Lights & outlet As mentioned before, the wall receptacle is
defective.

Electrical Unit 1

%ZD
P
-0
8z
w
N =
>0

e Amps: 200 Volts: 110-240 VAC

Service: Aluminum

120 VAC Branch Circuits: Copper

240 VAC Branch Circuits: Copper and aluminum

Aluminum Wiring: Not present

Conductor Type: Romex

Ground: Rod in ground only

Smoke Detectors: Hard wired with battery back up Most units, some of the

smoke detector have been removed, others do not respond to the test. I

recommend that all smoke detectors be replaced in these units.

Ground Level Utility Room Electric Panel
9. []L1L][] Manufacturer: Cutler-Hammer

10. Maximum Capacity: 200 Amps

1M1.XA L] L] L] Main Breaker Size: 200 2mps

12.X O[] Breakers: Copper and Aluminum

13. Is the panel bonded? @ Yes O No

XXX

X

®NDO S WN S
OOOXOOOS

[1X

HEEEE NN
XL

OOOO0004
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Plumbing Unit 1

L

M D
0[] Service Line: Concealed

(O] Main Water Shutoff: In Utility Room

[117] water Lines: Coppex

[1[] Drain Pipes: PVC

1] VventPipes: pvC

Water Heater

XI[J[] Water Heater Operation: Water turned off at time of inspection.
anufacturer: A.0. Smith

e: Electric Capacity: 50 gallon

proximate Age: 12 to 14 years Area Served: Whole House
10000 TPRV and Drain Tube: Copper

RIRIKX >

F
EI 2O00005
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Structure Unit 1

ANPNI M D
1.XA L]0 Structure Type: Wood frame
2.4 1111 1[] Foundation: 8X8 PT Wood Pilings and Monolithic Concrete Foundation
3. L]0 Differential Movement: No movement or displacement noted
4.X ][O0 Beams: Pressure Treated Para/Lam Beam
5L Bearing Walls: Frame
( TOIKO]LO Joists/Trusses: Unable to view
7.4 11000 Floor/Slab: Concrete
8.X L] L] stairs/Handrails: Wood stairs with wood handrails
9.0 Subfloor: 3/4" TeG Floor Underlayment
Attic Unit 1
ANPNI M D
Main Attic
1. Method of Inspection: From the attic access
2. LILILIL] Roof Framing: Truss Roof Framing
3.XICICICO0[C] Sheathing: Plywood
4.XLC00O 000 Ventilation: Roof and soffit vents
5.XALILIC1LCT Insulation: Batts
6.1 [0 Insulation Depth: 9 inches
7.A L LIL]L] Vvapor Barrier: Paper
8.XIJ O] wiring/Lighting: Light & outlet
9. JCJ OB Moisture Penetration: Ongoing water penetration noted As mention before, the
pipe collar for the 3 inch vent pipe is deteriorated and should be
replaced.
10.X ] [J 0[O Bathroom Fan Venting: Electric fan

Palm-Tech Inspector, Copyright @ 1998-2008, PDmB, Inc.
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1

Air Conditioning Unit 1

NPNI M D

Side AC System

(OO0 A/C System Operation: Inoperative

L[] Condensate Removal: Plastic tubing

100 Exterior Unit: Mounted on wooden platform

anufacturer; Carrier

rea Served: Ground & Mid Levels Approximate Age: 12 to 14 years

uel Type: Electric Temperature Differential: x

ype: Heat pump Capacity: 2 ton

DDDD. Visible Coil: Copper core with aluminum fins] . e T e
The aluminum fins surrounding the i =N &7

copper colil are becoming deteriorated ld. -

and falling away from the copper coil. i“

The aluminum fins are present to ’

dissipate the heat from the copper coil

and when the fins are no longer present

the coil will over heat and the
condenser will cease to function.

=

o}

22 =KX 13 >

o~NoOOAWN =L
=i =

9. JOJOC KK Refrigerant Lines: Rubbertex Insulation The
black rubbertex insulation on the
copper tubing is deteriorated and
should be replaced.

10. ] DA Electrical Disconnect: Tumble switch The HVAC electric disconnect box is very
rusty.

North Side AC System

M. O0OLIK A/C System Operation: Inoperative

12.X ] 1] Condensate Removal: Plastic tubing

13.X L L Exterior Unit: Mounted on wooden platform

14. Manufacturer: Carrier

15. Area Served: Top Floor Approximate Age: 12 to 14 years

16. Fuel Type: Electric Temperature Differential: x

17. Type: Heat pump Capacity: 1.5 ton

Palm-Tech Inspector, Copyright © 1998-2009, PDmB, Inc.
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I

Air Conditioning Unit 1 (Continued)

B.O000x

1o. XN
20. O]

Visible Coil: Copper core with aluminum flns
The aluminum fins surrounding the
copper colil are becoming deteriorated
and falling away from the copper coil.
The aluminum fins are presgent to
dissipate the heat from the copper coil
and when the fins are no longer present
the coil will over heat and the
condenser will cease to function.

Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on the
copper tubing is deteriorated and should be replaced.
Electrical Disconnect: Tumble switch The HVAC - '
electric disconnect box is very rusty.

Heating System Unit 1

ANPNIM D

Ground Level Utility Room Heating System

1.O0000OX

Heating System Operation: Recommend replacement The air handlers installed in
these units are 12 to 16 years old. The air handlers do not meet the
SEER 13 rating that is required to be installed by current rules and
regulations. If and when the exterior condenser is replaced, the air
handler will also have to be up graded to SEER 13.

2. Manufacturer: Carrier

3. Type: Forced air Capacity: 2 ton

4. Area Served: Ground & Mid Levels Approximate Age: 12 to 14 years
5. Fuel Type: Electric

6. 111X
cZ-IEDEIEIEI

loset, Top Floor Hallway Heating System

e 1O X

Blower Fan/Filter: Direct drive with disposable filter
Distribution: Metal duct

Heating System Operation: Recommend replacement The air handlers installed in
these units are 12 to 16 years old. The air handiers do not meet the
SEER 13 rating that is required to be installed by current rules and
regulaticns. If and when the exterior condenser is replaced, the air
handler will also have to be up graded to SEER 13.

Palm-Tech Inspector, Copyright © 1998-2008, PDmB, Inc.
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:

Heating System Unit 1 (Continued)

9. Manufacturer: Carrier
10. Type: Forced air Capacity: 1.5 ton
11. Area Served: Top Floor Approximate Age: 12 to 14 years
12. Fuel Type: Electric
13. 00O N[ Blower Fan/Filter: pirect drive with disposable filter

14. X LI LI Distribution: Metal duct
15.XIC] ][] Thermostats: Individual

Bathroom Unit 1

ANPNIM D

Main Level Powder Room Bathroom
AL D Ceiling: Drywall The drywall ceiling is

DAY

=9 0 B (Ol 1= jeahS
X

DAXICICIXIXID

—
o

©
-

SNRESoxIdarmp
X. IXCOIXXXXXIXIX
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I

I I%I IR EEERREN

CEXEAXCOEEOCE

CECOEOOEOOOOECe OOOOOOC00cT

bowed downward in the area of the
ceiling ventilation fan. This
condition may have been caused by the
rusty ventilation fan.

Walls: Drywall

Floor: Vvinyl floor covering

Doors: Painted, Flush Solid Core

Windows: Andersen, Double Hung, Tilt and Wash
Electrical: Light & Receptacle

Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
Faucets/Traps: Generic

Toilets: Kohler

HVAC Source: Heating system register

Ventilation: Electric ventilation fan

Bathroom
Ceiling: Drywall

Walls: Drywall

Floor: Vvinyl floor covering

Doors: Painted, Flush $Solid Core

Electrical: Light & Receptacle

Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
Sink/Basin: Cast Iron

Faucets/Traps: Generic

Tub/Surround: One Piece Fiberglass

Toilets: Kohler

HVAC Source: Heating system register

Ventilation: Electric ventilation fan

Palm-Tech inspector, Copyright © 1998-2009, PDmB, Inc.
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Bathroom Unit 1 (Continued)

- 1

op Floor Front Bathroom

24. X100 Ceiling: Drywall

25. X100 walls: brywall

26. ][] Floor: vinyl floor covering

27.XAC0 0L Doors: Painted, Flush Solid Core

28.XI ][ Electrical: Lights & Receptacle

20.XA[1L][][J Counter/Cabinet: Laminate Top & Flush Laminate Cabinet

30. XA O[O sink/Basin: cast Iron

1. OB L] Faucets/Traps: Generic

32.X I 0 Tub/Surround: One Piece Fiberglass

33.J 00N Toitets: Kohlerx

34.X OO L HVAC Source: Heating system register

35.XI ][] Ventilation: Electric ventilation fan

Kitchen Unit 1
ANPNI M D
Kitchen & Dining Area, Main Level Kitchen
1. ][0 Cooking Appliances: General Electric

2.X0O00O00 Ventilator: General Electric

3.'JJBK ][] Dishwasher: General Electric

« TOK O[] Refrigerator: General Electric Disconnected from power at time of inspection

5 A0 00O sink: stainless Steel, Double Bowl

6. LI ] Electrical: Lights & Receptacles Lighting under cabinets did not respond to
the switch.

7.00MKO0 Plumbing/Fixtures: Generic

8.XILILIL][] Counter Tops: Laminate and composite materials

9. X0 Cabinets: Flush Laminate

10.XA O 000 Ceiling: brywall

M. O OO L] walls: Drywall

12.[ 100018 Floor: vinyl floor covering The vinyl
floor laminate has been patched and
there is a cut in the surface near the
stairs.

13. 000K windows: andersen, Double Hung, Tilt and Wash The bay window in the
kitchen eating area. The outer end of this window unit is sagging down
ward. When viewing the window from the outside, you can see that the
operating window sash on the sides do not fit squarely in the window
frames.

14.X CJ OO HVAC Source: Heating system register

Palm-Tech Inspector, Copyright © 1998-2009, PDmE, Inc.
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"ﬁ Bedroom Unit 1
ANPNI M D
Rear Right Bedroom
1.JC M Closet: single The closet door needs to be adjusted to fit into the
opening properly.
2.1 Ceiling: rywall
.00 walls: Drywall
4O OMNML] Floor: Carpet The carpet tack strip along|
the unit party wall, the strip is .z
stained and the tacks are rusty.
}
1
§
5. 000 Doors: painted, Flush Solid Core
6.XIJ ][] Windows: Andersen, Double Hung, Tilt and Wash
F A0 gn Electrical: Fan, Light & Receptacles The 3
electrical outlet is rusty. This was
caused by moisture in the party wall.
8.XIJ ][] HVAC Source: Heating system register
Rear Left Bedroom
o. XL Closet: single
100.XA 0O 0L Ceiling: Drywall
1. X000 walls: brywall
12.XI OO0 Floor: carpet
13.X[1[][1[] Doors: Painted, Flush Sclid Core
14.4 ][] 0[] Windows: Andersen, Double Hung, Tilt and Wash
15. DA ] ][ 1] Electrical: Far, Light & Receptacles
16. DA ] 0[] HVAC Source: Heating system register
Front Bedroom
17 OO O[] Closet: walk In
1. Q0O OL Ceiling: brywall
19. X400 0000 walls: brywall
20.XA ][] Fioor: carpet
2. X110 0) Doors: Painted, Flush Solid Core

Palm-Tech Inspector, Copyright © 1998-2009, PDmB, Inc.
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Bedroom Unit 1 (Continued)

1

Windows: Andersen, Double Hung, Tilt and Wash

OO
BACIIC1C0 ] Electrical: Fan, Light & Receptacles
XOOOO

HVAC Source: Heating system register

N MM
WM

Living Space Unit 1

ANPNI M D
Ground Level Utility/Storage Room Living Space

1. 00000 CcCeiling: brywall
2.0 00K L0 walls: paneling, Painted There is presence of organic growth on the
painted plywood walls of this room.
. XIOOON Floor: concrete
4.0 ] Doors: Painted, Flush Solid Core
5.Dd[1[J1[J[] Electrical: Light & Receptacle
6. X0 HVAC Source: Heating system register
Main Level Living Area Living Space
7.XAC0000C0[] Closet: single
8.XI [ Ceiling: prywall
o.X U walls: Drywall
10.0J 0O CB] Floor: carpet The carpet tack strip aleng B8
the unit party wall, the strip is
stained and the tacks are rusty.
1. X[ [LC] Doors: Bi-fold
12.J I LI L] Windows: andersen, Double Hung, Tilt and Wash
13.X ][O 0[] Electrical: Fan, Light & Receptacles
14.X J 0[] HVAC Source: Heating system register
Ground Level Entry Living Space
15. X ][] Closet: single
16.XJL]L]LIL] Ceiling: prywall
17.X O[] walls: brywall
18. LR Floor: vinyl floor covering The vinyl flooring is scuffed and damaged.
19. ]I [] Doors: painted, Flush Solid Core There is organic growth on the surface
of the door.
20.X ] 0[] Electrical: Light & Receptacle
21. 1] LIL] HVAC Source: None

Palm-Tech Inspector, Copyright © 1998-2009, PDmB, Inc.
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Laundry Room/Area Unit 1

ANPNIMD

Main Level Laundry Room/Area

1.X 1O 00 Ceiling: Drywall

2.XO00000 walls: prywall

3.DAL1LILIL] Floor: vinyl floor covering

4 XICIOCIL] Doors: painted, Flush Solid Core

5. XL LE] Windows: Andersen, Double Hung, Tilt and Wash

6.XIT11J[] Electrical: Light & Receptacle

7. I L] HVAC Source: Heating system register

8. XML LJLIJL] Washer Hose Bib: Recessed Box

O.XICI I washer and Dryer Electrical: 110-240 VAC

10. ]I bryer Vent: Rigid metal The dryer vent termination cover on the exterior
is rusted and deteriorated.

M. X0 Washer Drain: Wall mounted drain

Palm-Tech Inspector, Copyright © 1998-2009, PDmB, Inc.
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r Marginal Summary

This summary is not the entire report. The complete report may include additional information of concem to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components

1. Exterior Walls Exterior Surface Type: Horizontal Wood Ship Lap Siding All exterior wall
surfaces should be examined and re nailed in the areas where is has become loose.
The exterior of the house should be pressure washed and repainted.

2. Accent Walls Exterior Surface Type: Plywood Panels with machine shake appearance. The machine
shake look plywocd panels, the nails are loose in several places. The exterior
walls shouid be examined and the loose siding re nailed. The exterior of the house
should be pressure washed and repainted.

3. Entry Door: Kitchen/Dining Area, Fiberglass, Full View
Glass Moisture is migrating to the inside at the
door threshold. The door and thresheold need to be
adjusted to stop the moisture migration.

4. Window Screens: Metal wire There are several screens at various location in the house
that are not installed in the windows. No effort was made to inventory the windows.

Air Conditioning Unit 1

5. North Side AC System Electrical Disconnect: Tumble switch The HVAC electric disconnect box is
very rusty.

6. North Side AC System Electrical Disconnect: Tumble switch The
HVAC electric disconnect box is very rusty.

Heating System Unit 1

7. Ground Level Utility Room Heating System Blower Fan/Filter: Direct drive with disposable filter
8. Closet, Top Floor Hallway Heating System Blower Fan/Filter: Direct drive with disposable filter

Palm-Tech Inspector, Copyright © 1998-2009, PDmB, Inc.
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r Marginal Summary (Continued)

Kitchen Unit 1

9. Kitchen & Dining Area, Main Level Kitchen Electrical: Lights & Receptacles Lighting under cabinets
did not respond to the switch.

Bedroom Unit 1

10. Rear Right Bedroom Closet: Single The closet door needs to be adjusted to fit into the
opening properly.

11. Rear Right Bedroom Floor; Carpet The carpet tack strip |
along the unit party wall, the strip is stained and |
the tacks are rusty.

— Living Space Unit 1
1. sround Level Utility/Storage Room Living Space Walls: Paneling, Painted There is presence of
crganic growth on the painted plywood walls of this room.

13. Ground Level Entry Living Space Doors: Painted, Flush Solid Core There is organic growth on
the surface of the door.

Palm-Tech Inspector, Copyright € 1998-2009, PDmB, Inc.
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F Defective Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components

1. Deck: Front, Pressure Treated Wood The front deck handrails and wood pickets are
deteriorated and should be replaced.

One of the deck floor joist is not properly installed with a ledger or metal joist
hanger.

From under the deck, the floor joist below the party wall above, the floor joist are

stained. This indicates that moisture is migrating from the roof through the party
wall and exiting under the house in the carport.

2. Porch: Rear Porch, Pressure Treated Wood Screen panels for the porch are missing or
damaged. The porch screen door is damaged.
There is one place where the ceiling soffit panels are bulg

ing down ward.

Palm-Tech Inspector, Copyright © 1998-2009, PDmB, Inc.
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r Defective Summary (Continued)

3. Stairs/Landings: Rear Stairs & Landing, Pressure Treated
Wood The 2X2 wood pickets are loose and missing.

The nails holding the pickets in place have rusted
away.

4. Soffits: Vinyl panelg There is one soffit panel

missing
from the soffit at the front of the house.

5. Exterior Lighting: Exterior, Surface Mount There is one
light fixture at the front of the house that is not
properly mounted to its intended surface. There is
a exterior light under the front deck that was
wired with interior romex wiring that shculd have
been installed in electrical conduit. There is a
light installed for the rear stairs. The interior
romex wiring feor this light should have been
installed in electrical conduit.

. Exterior Electric Qutlets: Exterior, Surface Mount The electrical outlet in the carport.

When tested this outlet made a strange noise and there was a bad smell. The panel
breaker for this outlet was turned off.

Palm-Tech Inspector, Copyright © 1998-2009, PDmB, Inc.
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r Defective Summary (Continued)

Roof

7. Plumbing Vents: PVC The 3 inch plumbing vent, there are
moisture staing around this pipe in the attic that
indicate the plumbing vent has failed.

8. Ventilation Vent; Metal Cne of the metal ventilation
vents is deteriorated to the point it is allowing
molisture to enter the interior of the house.

9. Gutters: Plastic Pieces of the gutter are missing, other parts are not properly
connected together.

10. Downspouts: Plastic The gutter down spout has become
disconnected.

Garage Unit 1

11. Carport, Attached Drive Under Garage Electrical: Lights & Outlet As mentioned before, the wall
veceptacle ig defective.

Palm-Tech Inspector, Copyright © 1988-2009, PDmB, inc.
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r Defective Summary (Continued)

Electrical Unit 1

12. Smoke Detectors: Hard wired with battery back up Most units, some of the smoke
detector have been removed, others do not respond to the test. I recommend that all
smoke detectors be replaced in these units.

Attic Unit 1

13. Main Attic Moisture Penetration: Cngoing water penetration noted As mention before, the pipe
collar for the 3 inch vent pipe is detericrated and should be replaced.

Air Conditioning Unit 1

14. North Side AC System A/C System Operation: Inoperative

15. North Side AC System Visible Coil: Copper core with
aluminum fins The aluminum fins surrounding the
coppexr ccil are becoming deteriorated and falling
away from the copper ceoil. The aluminum fins are
present to dissipate the heat from the copper coil
and when the fins are nco longer present the coil
will over heat and the condenser will cease to
function.

16. North Side AC System Refrigerant Lines: Rubbertex Insulation -
The black rubbertex insulaticn on the copper tubing
is deteriorated and should be replaced.

17. North Side AC System A/C System Operation: Inoperative

Palm-Tech Inspector, Copyright © 1998-2009, PDmB, Inc.
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Unit #46010A

18.

Defective Summary (Continued)

North Side AC System Visible Coil: Copper core with
aluminum fins The aluminum fins surrcunding the
copper coil are becoming deteriorated and falling
away from the copper coil. The aluminum fins are
present to dissipate the heat from the copper cocil
and when the fins are no longer pregent the coil
will over heat and the condenser will cease to
function.

Heating System Unit 1

19.

20.

Ground Level Utility Room Heating System Heating System Operation: Recommend replacement The air
handlers installed in these units are 12 to 16 years old. The air handlers do not
meet the SEER 13 rating that is required to be installed by current rules and
regulations. If and when the exterior condenser is replaced, the air handler will
alsc have to be up graded to SEER 13.
Closet, Top Floor Hallway Heating System Heating System Operation: Recommend replacement The air
handlers installed in these units are 12 to 16 years old. The air handlers do not
:et the SEER 13 rating that is required to be installed by current rules and
regulationsg. If and when the extericr condenser is replaced, the air handler will
alsc have to be up graded to SEER 13.

Bathroom Unit 1

2ilis

Main Level Powder Room Bathroom Ceiling: Drywall The
drywall ceiling is bowed downward in the area of
the ceiling ventilation fan. This condition may
have been caused by the rusty ventilation fan.
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H; Defective Summary (Continued)

Kitchen Unit 1

22. Kitchen & Dining Area, Main Level Kitchen Floor: vinyl floor
covering The vinyl floor laminate has been patched
and there is a cut in the surface near the stairs.

23. Kitchen & Dining Area, Main Level Kitchen Windows: Andersen, Double Hung, Tilt and Wash The bay
window in the kitchen eating area. The outer end of this window unit is sagging
down ward. When viewing the window from the outside, you can see that the operating
window sash on the sides do not fit squarely in the window frames.

Bedroom Unit 1
24. Rear Right Bedroom Electrical: Fan, Light & Receptacles

e electrical outlet is rusty. This was caused by
olsture in the party wall.

Living Space Unit 1

25. Main Level Living Area Living Space Floor: Carpet The carpet
tack strip along the unit party wall, the strip is
stained and the tacks are rusty.

26. Ground Level Entry Living Space Floor: Vinyl floor covering The vinyl flooring is scuffed and
damaged.
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[[w Defective Summary (Continued)

Laundry Room/Area Unit 1

27. Main Level Laundry Room/Area Dryer Vent: Rigid metal The dryer vent termimation cover on
the exterior is rusted and deteriorated.
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r Definitions

NOTE: All definitions listed below refer to the property or item listed as inspected on this report at the time of inspection
A Acceptable Functional with no obvious signs of defect.
NP NotPresent  Item not present or not found.
NI NotInspected Item was unable to be inspected for safety reasons or due to lack of power, inaccessible, or disconnected at time
of inspection.
M Marginal Itern is not fully functional and requires repair or servicing.
D Defective Item needs immediate repair or replacement. It is unable to perform its intended function.

General Information

Property Information

Property Address US Coast Guard Housing, Unit #46010B Kinnakeet Rd

O — O O

City Buxton State NC Zip 27920
Contact Name Samuel Horton
Phone 813 340 5163 Faxx

Client Information

Client Name ThomCo Enterprises Inc
Client Address x
City x State x Zip x
E-Mail samuelh@thomcoent . com
Inspection Company

Inspector Name Ralph W. Woodard, NC Licensed Home Inspector #493
Company Name American Home Inspections of NE NC

Company Address PC Box 2347

City Kitty Hawk  State NC  Zip 27949

Phone Cell 25 202 8344 Faxx

E-Mail ralphdubya@embarqmail . com

Conditions

Others Present No One Property Occupied Vacant
Estimated Age 12 tc 14 years Entrance Faces South
Ins~ection Date 05/05/2011

E. icOn ®Yes ONo O Not Applicable

Gas/Oil On O Yes O No @ Not Applicable

Water On O Yes ® No O Not Applicable
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’r General Information (Continued)

Temperature 50-55 degrees
Weather Clear Soil Conditions Dry
Building Type Duplex Garage Carport

Exterior Surface and Components

ANPN M D
1.X OO C][] Grading: Generally Flat
2. OO L] Driveway: Concrete
KOO Patio: Front Entry, Pressure Treated Wood
4TI [] Deck: Front, Pressure Treated Wood The front lower trim boards are loose

and need to be re nailed.

One of the deck floor joist is not properly suppocrted with a ledger or
metal joist hanger.

5. 10O
missing or damaged. The porch screen door is damaged.

6.1 LIDA Stairs/Landing: Rear Stairs & Landing, Pressure Treated Wood The wood
pickets are loose or out of place. The nails used to secure the
pickets are rusty/deteriorated.

The woc::'d trim skit boards are loo

E jor Walls Exterior Surface

Palm-Tech Inspector, Copyright € 1998-2009, PDmB, inc.
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r Exterior Surface and Components (Continued)
7.0000 Type: Horizontal Wood Ship Lap Siding ' ;

The party wall at the rear screen Lol ok
porch. The siding is visibly ngf-ff
deteriorated. An invasive inspection
ig needed to determine the extent of
damage .

All exterior wall surfaces should be
examined and re nailed in the areas
where is has become loose. The exterior
of the house should be pressure washed
and repainted.

Accent Walls Exterior Surface

8. L] Type: Plywood Panels with machine shake appearance. The machine shake
look plywood panels, the nails are loose in several places. The
exterior walls should be examined and the loose giding re nailed. The
exterior of the house should be pressure washed and repainted.

o.M Trim: Wwood, Aluminum Covered
10.DA T[] [][] Fascia: wood, wrapped with Aluminum Coil Stock
1. 00000 Soffits: vinyl panels The soffit panels

above the front deck are bulging down.
12.4 [ Entry Doors: Ground Front, Fiberglass, Full View Glass
13.XICJ O[] Entry Door: Ground Utility Room, Fiberglass, Flush Solid Core
14. X ][] Entry Door: Main Living Area, Fiberglass,

Full vView Glass

15. ][] LJB] Entry Door: Kitchen/Dining Area, Fiberglass, Full view Glass Moisture is
migrating to the inside at the door threshold. The door and threshold
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’r Exterior Surface and Components (Continued)

Entry Door: {continued)
need to be adjusted to stop the moisture migration.

16. X[ L] Windows: Andersen Double Hung, Tilt & Wash Feature

17.J 000 0K Window Screens: Metal wire There are several screens at various location
in the house that are not installed in the windows. No effort was made
to inventory the windows.

18. 10 Exterior Lighting: Exterior, Surface Mount
There is a exterior light under the
frent deck that was wired with interior
romex wiring that should have been
installed in electrical conduit. There
is a light installed for the rear
stairs. The interior romex wiring for
this light should have been installed
in electrical conduit.

19. X OO Exterior Electric Outlets: Exterior, Surface Mount
20.XILJ[J[] Hose Bibs: Frost Proof
I- Roof

A NPNI M D

All Roof Areas Roof Surface
1. Method of Inspection: On roof
20000K Material: Asphalt shingle There are ridge cap shingles missing from this
roof.
At the intersection the rear units walls, there is an area about 6'X6’
where the plywood sheathing is very soft and dangerous to walk upon.

- [
I

3. Type: Hip & Gable
4 Approximate Age: 12 to 14 years
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[ Roof (Continued)

5000 K[ Flashing: Metal The flashing at the rear [T
wall is not properly installed.

6. XA LI[][] Vvalleys: asphalt shingle
7.XOC000 Plumbing Vents: pvc
8. Roof Water Control
— —
9.0JOCN L Gutters: Plastic Pieces of the gutter are missing, other parts are not

properly connected together.
Downspouts: Plastic The gutter piping is not properly connected together.

Palm-Tech Inspector, Copyright © 1998-2009, PDmB, Inc.
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r Garage Unit 1

ANPNI M D
Carport, Attached Drive Under Garage
. Type of Structure: Carport Car Spaces: 01
LILICIL] Ceiling: Masonite W/Wood Trim Boards
C1C0 0[] Floor/Foundation: Concrete
OO OO Electricak Lights & outlet

—_—

2.
3.
4.

XD

Electrical Unit 1

>0

Si

w >
Sz
o 9
8z

=z

N

e Amps: 200 Volis: 110-240 VAC
Service: Aluminum
120 VAC Branch Circuits: Copper
240 VAC Branch Circuits: Copper and aluminum
Aluminum Wiring: Not present
Conductor Type: Romex
Ground: Rod in ground only
Smoke Detectors: Hard wired with battery back up
ity Room Electric Panel
Manufacturer: cutler-Hammer

. Maximum Capacity: 200 Amps
11 [ [] Main Breaker Size: 200 Amps
12. A 010 ] ] Breakers: Copper and Aluminum
13. Is the panel bonded? ® Yes O No

X

LI e
EEEEENE

XXM IXIX

Uti

o
02 OOOXOO0

L—_Ig OOOOd

]
]

CoDmNporwN
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o
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Structure Unit 1

ANPNMD
1. X OO LI Structure Type: Wood frame
2.1 1111 Foundation: 8X8 PT Wood Pilings and Monolithic Concrete Foundation
3.XIOCILIL] Differential Movement: No movement or displacement noted
4. XL L]L] Beams: pressure Treated Para/Lam Beam
5.X 11000 Bearing Walls: Frame
6. 1] Joists/Trusses: Unable to view
7.J LJUILIL] Floor/Slab: Concrete
8. X1 Stairs/Handrails: Wood stairs with wood handrails
o.XI O L]L] Subfloor: 3/4" TeG Floor Underlayment

Palm-Tech inspector, Copyright © 1988-2009, PDmB, Inc.



American Home Inspections of NE NC
11:02 August 02, 2011 Page 7 of 20
Unit #46010B

| Attic Unit 1

ANPNIM D

Main Attic
1. Method of Inspection: From the attic access
2.X L] Roof Framing: Truss Roocf Framing

| Sheathing: Plywood
Ventilation: Roof and soffit vents
Insulation: Batts
Insulation Depth: 9 inches
Vapor Barrier: Paper
Wiring/Lighting: Light & Outlet
Moisture Penetration: No water penetration noted.
Bathroom Fan Venting: Electric fan

RORKIRIRKIN

LI
|
HEEEEEEN

CIRICIOCICICC]

—_—

Air Conditioning Unit 1

z
ez

IM D

AC System

[C1B4 A/C System Operation: Inoperative The unit is nearing the end of the
manufactures stated design life

OO O Condensate Removal: Plastic tubing

CJCI00 0] Exterior Unit: Mounted on wooden platform

anufacturer: Goodman

. Area Served: Ground & Mid Levels Approximate Age: 12 to 14 years

. Fuel Type: Electric Temperature Differential: x

. Type: Heat pump Capacity: 2 ton

OO O CEBD Vvisible Coil: Copper core with aluminum fins E

The aluminum fins surrounding the ’

copper ccil are becoming deteriorated

and falling away from the copper coil.

The aluminum fins are present to

dissipate the heat from the copper coilp

and when the fins are no longer present [

the coil will over heat and the

condenser will cease to function.

p
Sj
[

o

So
1

XX Oz >
0 0O

W™~ WN

£k S S e e

9. O Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on the
copper tubing is deteriorated and should be replaced.

10.XI 10 Electric Disconnect: Tumble Switch

South Side AC System

M1.0000 A/C System Operation: Inoperative The unit isg currently in service beyond
the manufactures stated design life

12.4 ][] [J[] Condensate Removal: Plastic tubing

13. B4 ][0 Exterior Unit: Mounted on wooden platform.

1. anufacturer: Carrier

15. Area Served: Top Flcor Approximate Age: 12 to 14 years

16. Fuel Type: Electric Temperature Differential: x

17. Type: Heat pump Capacity: 1.5 ton
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’r Air Conditioning Unit 1 (Continued)

18. 111 C1B] Visible Coil: Copper core with aluminum fins
The aluminum fins surrounding the
copper coll are becoming detexiorated
and falling away from the copper coil.
The aluminum fins are present to
disgipate the heat from the copper coil
and when the fins are no longer present|§
the coil will over heat and the :
condenser will cease to function.

w

19. 000K Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on the
copper tubing is deteriorated and should be replaced.
20.A O[] Electrical Disconnect: Tumble switch

Heating System Unit 1

ANPNIM D

Gr~und Level Utility Room Heating System

~ JOBLOLC] Heating System Operation: Recommend replacement The air handlers installed in
these units are 12 to 16 yvears old. The air handlers do not meet the
SEER 13 rating that is regquired to be installed by current rules and
regulations. If and when the exterior condenser is replaced, the air
handler will also have tc be up graded to SEER 13.

2. Manufacturer: Carrier

3. Type: Forced air Capacity: 2 ton

4. Area Served: Ground & Mid Levels Approximate Age: 12 to 14 years

5. Fuel Type: Electric

6.A 0[] Blower Fan/Filter: Direct drive with disposable filter

7.XILJLJ L[] Distribution: Metal duct

Attic Heating System

8. OO Heating System Operation: Recommend replacement The air handlers installed in
these units are 12 to 16 years old. The air handlers do not meet the
SEER 13 rating that is required to be installed by current rules and
regulationg. If and when the exterior condenser is replaced, the air
handler will also have to be up graded to SEER 13.

9. Manufacturer: Carrier

10. Type: Forced air Capacity: 1.5 ton

11. Area Served: Top Floor Approximate Age: 12 to 14 years

12. Fuel Type: Electric

13. X J ][] Blower Fan/Filter: Direct drive with disposable filter

14.X ] ][] Distribution: Metal & Flex Duct

15. X O[] Thermostats: Individual
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B

Plumbing Unit 1

M D
[J[] Service Line: Concealed

LIL] Main Water Shutoff: In Utility Room

[J[] water Lines: Copper

O Drain Pipes: pvc

L VentPipes: pvC

Water Heater

BKI[J[0 water Heater Operation: Water turned off at time of inspection.
anufacturer: 2.0. Smith

pe: Electric Capacity: 50 gallcn

proximate Age: 12 to 14 years Area Served: Whole House
(110 TPRYV and Drain Tube: Copper
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Bathroom Unit 1

ANPNI M D
Main Level Powder Room Bathroom

1.00 0[O Ceiling: brywall There is a large hole in
the drywall ceiling.

Walls: Drywall

Floor: vinyl floor covering The vinyl flooring is stained.
Doors: Painted, Flush Scolid Core

Windows: Andersen, Double Hung, Tilt and Wash

Electrical: Light & Receptacle

Counter/Cabinet; Laminate Top & Flugh Laminate Cabinet
Faucets/Traps: Generic

Toilets: Kohler

HVAC Source: Heating system register

Ventilation: Electric ventilation fan

Bathroom
Ceiling: Drywall

Walis: Drywall

Floor: Vinyl flcor covering

Doors: Painted, Flush Sclid Core

Electrical: Light & Receptacle

Counter/Cabinet: Laminate Tcp & Flush Laminate Cabinet
Faucets/Traps: Generic

Tub/Surround: One Piece Fiberglass
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[ Bathroom Unit 1 (Continued)
20.A L] Toilets: Xohlex
2. I 1] HVAC Source: Heating system register
22.XA 101 Ventilation: Electric ventilation fan
Top Floor Front Bathroom
23. X000 Ceiling: prywall
24. X 0000 walls: bxywall
25.XA 1101 Floor: vinyl floor covering
26. X1 1] Doors: Painted, Flush Solid Core
27.DA LI L] Electrical: Lights & Receptacle
28.XIT 1[0 Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
29. 1100 Faucets/Traps: Generic
30.XA L] Tub/Surround: One Piece Fiberglass
1. 00X OC] Toilets: kohler
32.X] 00 CL] HVAC Source: Heating system register
3. XL Ventilation: Electric ventilation fan
Kitchen Unit 1
ANPN M D
Kitchen & Dining Area, Main Level Kitchen
1. L[] Cooking Appliances: General Electric
2 1000001 Ventilator: General Electric
3.. 10K ][] Dishwasher: General Electric
4. 00000 Refrigerator: General Electric Disconnected from power at time of inspection
5.XILILILIIT Sink: stainless Steel, Double Bowl
6. ][ Electrical: Lights & Receptacles
7.0 OO Plumbing/Fixtures: Generic
8.DALJLLIL] Counter Tops: Laminate and composite materials
9.10O000BA ] Cabinets: Flush Laminate Cabinet doors need to be adjusted.
10.XICJ 1] Ceiling: brywall
M. XL L] walis: prywall
12011011 Fleor: vinyl floor covering The seam is split and there is a hole in the
vinyl flooring.
13.7 11100 K Windows: Andersen, Double Hung, Tilt and Wash The bay window in the

kitchen eating area. The outer edge of this window is tilting
downward, causing the windows on either side to not fit properly in the
opening provided.

14. X O] LI L] HVAC Source: Heating system register
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Bedroom Unit 1

B

ANPNI M D
Rear Left Bedroom
1.000OBK [0 Closet: single The closet door needs tc be adjusted to fit into opening
properly.
2. X OO0 0L Ceiling: brywall
a.XOOO0O walls: prywall
4. 00000 Floor: carpet
5. XML L] Doors: painted, Flush Solid Core
6. X 10 [J[] Windows: Andersen, Double Hung, Tilt and Wash
7.XCJ L] L] Electrical: Fan, Light & Receptacles
8.ALILI[[] HVAC Source: Heating system register
Rear Right Bedroom
o.JJOK [ Closet: single The closet door needs to be adjusted to fit into opening
properly.
10.X O 0000 Ceiling: prywall
MO0 0OL] walls: prywall
12.4 100 Floor: carpet
13.X OO0 Doors: Painted, Flush Solid Core
14.JO 00K L] Windows: Andersen, Double Hung, Tilt and
Wash There are moisture stains cn the
carpet tack strip along the party wall.
15.X IO Electrical: Fan, Light & Receptacles
16.A ][] L] HVAC Source: Heating system register
Front Bedroom
17.X 00000 Closet: walk In
18.XA [ Ceiling: Drywall
19.XI O L0 walls: prywall
20.XAI ][00 Floor: carpet
21.JO0MNL] Doors: painted, Flush Solid Core Doors need trimming/adjustment
22.X 111 1[] windows: Andersen, Double Hung, Tilt and Wash
23.XA0 L Electrical: Fan, Light & Receptacles
24.DA L] ][ HVAC Source: Heating system register
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H_ Living Space Unit 1
ANPNIM D
Ground Level Utility/Storage Room Living Space
1.X OO0 Ceiling: brywall
2. O 0C0K L] walls: Paneling, Painted There is

presence of organic growth on the
painted plywood walls of this rocom.

3.X L] Floor: Concrete
4. DAL L Doors: painted, Flush Solid Core
5.1 1] Electrical: Light & Receptacle
6.Xd L] HVAC Source: Heating system register
Main Level Living Area Living Space
7 O] Closet: single
8. AL]]IL1[L] Ceiling: brywall
o. XD CLE walls: prywall
10.XA L] L Floor: carpet
MY OC0L] Doors: Bi-fold
12.A 00010 [] Windows: Andersen, Double Hung, Tilt and Wash
13.X 010 Electrical: Fan, Light & Receptacles
14.A LI OO [L] HVAC Source: Heating system register
Ground Level Entry Living Space
15.JCJ 0[] Closet: single The closet door needs to be adjusted to fit into the
opening properly.
16. X1 Ceiling: prywall
7. L] walls: brywall
18.XA 10 O[] Fleor: vinyl floor covering
199. 00O NXL] Doors: painted, Flush Solid Core There
is organic growth on the surface of the
door.
20.A[1]L1[] Electrical: Light & Receptacle
21. XA OO0 00 HVAC Source: None
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f Living Space Unit 1 (Continued)
S

[] Ceiling: Drywall

[T walls: xrywall

[l Floor: carpet

[] Windows: andersen, Double Hung, Tilt and
Wash There are drip stains on the wvinyl
header piece of the window on the outerl
wall. i

26.XI 1] Electrical: Lighting

I_ Laundry Room/Area Unit 1
NPNI M D
Main Level Laundry Room/Area
1. OO0 Ceiling: Drywall
2.XCO0C0C0[0] wWalls: brywall
3.0 Floor: vinyl floor covering
4. X000 Doors: Painted, Flush Solid Core
5. ][] [][] Windows: andersen, Double Hung, Tilt and Wash
6.XJCJJ[] Electrical: Light & Receptacle
7.X OO L] HVAC Source: Heating system register
8.DALILILI[L] wWasher Hose Bib: Recessed Box
9.XI 0[O0 washer and Dryer Electrical: 110-240 VAC
10.XI L]0 [0 DryerVent: Rigid metal
11.X 1] L] [0 Washer Drain: wall mounted drain
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This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.
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Exterior Surface and Components
1. Deck: Front,

Preggure Treated Wood The front lower trim boards are loose and need to
be re nailed.

One of the deck flcor joist is not properly supported with a ledger or metal joist
hanger.

shake look plywcood panels, the nails are loose in several places.

The exterior
walls should be examined and the loose siding re nailed. The exterior of the house
should be pressure washed and repainted.

Roof
3. Flashing: Metal The flashing at the rear wall is not
properly installed.

4, Gutters: Plastic Pieces of the gutter are missing, other parts are not properly
connected together.

Kitchen Unit 1
5. Kitchen & Dining Area, Main Level Kitchen Cabinets: Flush Laminate Cabinet doors need to be
adjusted.

Bedroom Unit 1
6.

ear Left Bedroom Closet: Single The closet door needs to be adjusted to fit into opening
properly.
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F Marginal Summary (Continued)

7. Rear Right Bedroom Closet: Single The closet door needs to be adjusted to fit into cpening
properly.

8. Rear Right Bedroom Windows: Andersen, Double Hung, Tilt
and Wash There are moisture stains on the carpet
tack strip along the party wall.

9. Front Bedroom Doors; Painted, Flush Solid Core Doors need trimming/adjustment
Living Space Unit 1
10. Ground Level Utility/Storage Room Living Space Walls: Paneling,

Painted There is presence of organic growth on the
painted plywood walls of this room.

11. Ground Level Entry Living Space Closet: Single The closet door needs to be adjusted to fit
inte the opening prcperly.

12. Ground Level Entry Living Space Doors: Painted, Flush Solid
Core There is organic growth on the surface of the
door.
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F Marginal Summary (Continued)

13. Stair Well Living Space Windows: Andersen, Double Hung,
Tilt and Wash There are drip stains on the vinyl
header piece cf the window cn the cuter wall.

Palm-Tech Inspector, Copyright © 1998-2009, PDmB, Inc.
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r Defective Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components

1. Porch: Rear Porch, Pressure Treated Wood Screen panels for the porch are missing or
damaged. The porch screen door is damaged.
2. Stairs/Landing: Rear Stairs & Landing, Pressure Treated Wood The wood pickets are loose
or ocut of place. The nails used to secure the picketg are rusty/deteriorated.
The wood trim skit boards are locse and need to be re nailed.
: N R == I e EEEEEE
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3. cxterior Walls Exterior Surface Type: Horizontal Wood Ship Lap;;j -8
Siding The party wall at the rear screen porch. e
The siding is visibly detericrated. An invasive
inspection is needed to determine the extent of
damage.

All exterior wall surfaces should be examined and
re nailed in the areas where is has become loose.
The exterior of the house should be pressure washed
and repainted.

4. Soffits; Vinyl panels The soffit panels above the front F&
deck are bulging down.
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Defective Summary (Continued)

5.

Entry Door; Kitchen/Dining Area, Fiberglass, Full view Glass Moisture is migrating to
the inside at the door threshold. The door and threshold need to be adjusted to
stop the mcisture migration.

Window Screens: Metal wire There are several screeng at various location in the house
that are not installed in the windows. No effort was made to inventory the windows.
Exterior Lighting: Exterior, Surface Mount There is a ) "
exterior light under the front deck that was wired ' '
with interior romex wiring that should have been
installed in electrical conduit. There ig a light
installed for the rear stairs. The interior romex
wiring for this light should have been installed in
electrical conduit.

Roof

All Roof Areas Roof Surface Material: Asphalt shingle There are ridge cap shingles missing
from this roof.

. the intersection the rear units walls, there is an area about 6'X6' where the
plywood sheathing is very soft and dangerous to walk upon.

L g~ P :

-
g

Downspouts:; Plastic The gutter piping is not properly connected together.

~ 177 Tre-—-

Palm-Tech inspector, Copyright © 1998-2009, PDmB, Inc.



American Home Inspections of NE NC
11:02 August 02, 2011 Page 19 of 20
Unit #46010B

’r Roof (Continued)

Downspouts: (continued!
PP ,,;,E- — : IEEEEN

Air Conditioning Unit 1

10. South Side AC System A/C System Operation; Inoperative The unit is nearing the end of the
manufactures stated design life

11. South Side AC System Visible Coil: Copper core with
aluminum fins The aluminum fins surrounding the
copper coil are becoming detericrated and falling
away from the copper ccil. The aluminum fins are

cesent to dissipate the heat from the copper coil

-.nd when the fins are no longer present the coil
will over heat and the condenser will cease to
function.

12. South Side AC System Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation
on the copper tubing is deteriorated and should be replaced.

13. South Side AC System A/C System Operation: Inoperative The unit is currently in service
beyond the manufactures stated design life

14. South Side AC System Visible Coil: Copper core with
aluminum fins The aluminum fins surrcunding the
copper coil are becoming deteriorated and falling
away from the copper coil. The aluminum fins are
present to dissipate the heat from the copper coil
and when the fins are no longer present the coil
will over heat and the condenser will cease to
function.
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I— Defective Summary (Continued)

15. South Side AC System Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation
on the copper tubing is deteriorated and should be replaced.

Bathroom Unit 1

16. Main Level Powder Room Bathroom Ceiling: Drywall There is
a large hole in the drywall ceiling.

17. Main Level Powder Room Bathroom Floor: Vinyl flocr covering The vinyl flooring is stained.
Kitchen Unit 1

18. Kitchen & Dining Area, Main Level Kitchen Floor: Vinyl floor covering The seam is split and
there is a hele in the vinyl flooring.

1€ “itchen & Dining Area, Main Level Kitchen Windows: Andersen, Double Hung, Tilt and Wash The bay
.indow in the kitchen eating area. The outer edge of this window is tilting
downward, causing the windows cn either side to not fit properly in the opening
provided.
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Definitions

NOTE: All definitions listed below refer to the property or item listed as inspected on this report at the time of inspection
A Acceptable Functional with no obvious signs of defect.
NP  Not Present Item not present or not found.

NI Not Inspected Item was unable to be inspected for safety reasons or due to lack of power, inaccessible, or disconnected at time

of inspection.
M Marginal Item is not fully functional and requires repair or servicing.
D Defective Item needs immediate repair or replacement. It is unable to perform its intended function.

General Information

Property Information

Property Address US Coast Guard Housing, Unit #46014A

T

TP (OO

City Buxton State NC Zip 27920
Contact Name Sanuel Horton
Phone 813 340 5163 Faxx

Client Information

Client Name ThomCo Enterprises Inc
Client Address x

City x Statex Zipx

E-Mail samuelh@thomcoent . com

Inspection Company

Inspector Name Ralph W. Woodard, NC Licensed Home Inspector #493
Company Name American Home Inspections of NE NC

Company Address PO Box 2347

City Kitty Hawk  State NC  Zip 27949

Phone Cell 25 202 8344 Fax x

E-Mail ralphdubya@embargmail . com

Conditions

Others Present No One Property Occupied Vacant
Estimated Age 12 to 14 years Enfrance Faces South
ection Date 05/05/2011
Eiectric On ® Yes O No O Not Applicable OK Q I
Gas/OilOn O Yes O No ® Not Applicable
Water On O Yes ® No O Not Applicable

Palm-Tech Inspector
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General Information (Continued)

Temperature 50-55 degrees
Weather Clear Soil Conditions Dry
Building Type Duplex Garage Carport

Exterior Surface and Components

ANPNI M D
1. OO0 Grading: Generally Flat
2XO00OL] Driveway: Concrete
3.0 Patio: Front Entry, Pressure Treated Wood
4.J000O0OK Deck: Front, Pressure Treated Wood There

is one floor joist near the front of
the deck that is not properly supported
with a metal joist hanger.

Several of the handrail pickets are
loocse and ocut of place. Close
inspection revealed that the nails used
to fasten the pickets to the top and
bottom rails are rusty and deteriorated
and failing to perform their intended
functiocn.

5(JOO[]K Porch: Rear Porch, Pressure Treated Wood [N
Screen panels for the pcrch are missingnh"-
or damaged. The porch screen door is
damaged.

6.JJJ ] Stairs/Landing: Rear Stairs & Landing, Pressure Treated Wood The decorative
wood trim at the top of the handrail post, most of this trim is missing
or deteriorated.

The woed pickets are loose or out of place. The nails used to secure
the pickets are rusty/detericrated.
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Exterior Surface and Components (Continued)

Stairs/Landing: (continued)

Exterior Walls Exterior Surface

7.00 0K [ Type: Horizontal Wood Ship Lap Siding All exterior wall surfaces should
be examined and re nailed in the areas where is has become loose. The
exterior of the house should be pressure washed and repainted.

Accent Walls Exterior Surface
8.1 XI[] Type: Plywocod Panels with machine shake appearance. The exterior of the
house should be pressure washed and repainted.
X O OO0 Trim: wood, Aluminum Covered
10. ] C] ] Fascia: wood, wrapped with Aluminum Coil Stock
1M1.XO0OC0[O Soffits: vinyl panels
12.XLILI[LJL] Entry Doors: Ground Front, Fiberglass, Full View Glass
13.XIOCJ [0 Entry Door: Ground Utility Room, Fiberglass, Flush Solid Core
14.X OO OLC Entry Door: Main Living Area, Fiberglass, Full View Glass
15.C 10O Entry Door: Kitchen/Dining Area, . =

Fiberglass, Full view Glass Moisture is
migrating to the inside at the door
threshold. The door and threshold need
to be adjusted to stop the moisture
migration.
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Exterior Surface and Components (Continued)

16. X O[] Windows: Andersen Double Hung, Tilt &

7.000XO

18.1 000K

Wash Feature The bay window in the
kitchen eating area, the outer edge of
this window unit is bowing down,
causing the openings for the double
hung windows on the sides to be out of
square, keeping the double hung window
from being closed properly.

Window Screens: Metal wire There are several screens at various location
in the house that are net installed in the windows. No effort was made
to inventory the windows.

Exterior Lighting: Exteriocr, Surface Mount
There is a extericr light under the
front deck that was wired with interior
romex wiring that should have been
installed in electrical conduit. There
is a light installed for the rear
stairs. The interior romex wiring for
this light should have been installed
in electrical conduit.

Exterior Electric Qutlets: Exterior, Surface Mount
Hose Bibs: Frost Proof

Roof

All Roof Areas Roof Surface

ANPNI M D

1. Method of Inspection: On roof
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Roof (Continued)

ZDDDDE Material; Asphalt shingle There are ridge [
cap shingles missing from the ridge and
there is a patch of shingle missing
from the roof.

.00 COK Eye Brow Roofs: Wood Shake Shingles The small "eye brow" roofs above the

front and rear double windows are detericrated and need to be replaced.
4. Type: Hip & Gable

5. Approximate Age: 12 to 14 years
6.XA[]11[C1[] Flashing: Metal
7.XXOOCICI ] Valleys: Asphalt shingle
8. I:] OO Piumbing Vents: pvc
Roof Water Control
10.0 000K Gutters: Plastic Parts of the gutters and

down spouts are missing or damaged on
most units.

M. OO Downspouts: Plastic The gutter down spoutf
has become disconnected.
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Garage Unit 1

ANPNIM D
Carport, Attached Drive Under Garage
1. Type of Structure: Carport Car Spaces: 01
OO0 Ceiling: Masonite W/Wood Trim Boards
E % ][] Floor/Foundation: Concrete

[ 1] Electrical: Lights & Outlet

W -
XXX

Electrical Unit 1

ANPNI M D
1. Service Size Amps: 200 Volts: 110-240 VAC
2XIOC00[0 sService: Aluminum
.00 L] 120 VAC Branch Circuits: Copper
4. XICILIC] ] 240 VAC Branch Circuits: Copper and aluminum
500K EO000 Aluminum Wiring: Not present
6.XILI1LI LI [ Coenductor Type: Romex
7.XIC] O] Ground: Red in ground only
8. ILILIL] Smoke Detectors: Hard wired with battery back up
Ground Level Utility Room Electric Panel
o.X OO OO0 Manufacturer: Cutler-Hammer
10. Maximum Capacity; 200 Amps
1. OO0 L] Main Breaker Size: 200 Amps L

12.XX LI LIL] Breakers: Copper and Aluminum
13. Is the panel bonded? ® Yes O No

Structure Unit 1

Structure Type: Wood frame

Foundation: 8X8 PT Wood Pilings and Monolithic Concrete Foundation
Differential Movement: No movement or displacement noted

Beams: Pressure Treated Para/Lam Beam

Bearing Walls: Frame

Joists/Trusses: Unable to view

Floor/Slab: Concrete

Stairs/Handrails: Wood stairs with wood handrails

Subfigor; 3/4" T&G Floor Underlayment

CoONORWND =

XXX IXKXXIXIE >
ERREERRRRE

OO0OXOOOOO 2
I

OOCOCCr]©
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Attic Unit 1
ANPNI M D

Main Attic

1. Method of Inspection: From the attic access

2.XIO00O0OL] Roof Framing: Truss Roof Framing

.00 sheathing: Plywood

4 XL OIL] Ventilation: Roof and soffit vents

50000 Insulation; Batts

6. X0 Insulation Depth: 9 inches

7.XO0OC O vapor Barrier: Paper

8.XIC1O0 000 wiring/Lighting: Light & Outlet

9. I [ILI[] Moisture Penetration: No water penetration noted.
10.XILI L1 LC] Bathroom Fan Venting: Electric fan

Air Conditioning Unit 1
ANPN M D
North Side AC System
1.0 OOK A/C System Operation: Inoperative The unit is currently in service beyond
the manufactures stated design life
2. O0000 Condensate Removal: Plastic tubing

YXOOOOLO Exterior Unit: Mounted on wooden platform
. Manufacturer: Carrier
5.Area Served: Ground & Mid Levels Approximate Age: 14 to 16 years
6. Fuel Type: Electric Temperature Differential; x
7. Type: Heat pump Capacity: 2 ton
8. OO CL] Visible Coil: copper core with aluminum fins \"\
The aluminum fins surrounding the !-__:;
copper coil are becoming deteriorated @ s
and falling away from the copper coil. =
The aluminum fins are present to
dissipate the heat from the copper coil
and when the fins are no longer presentg
the coil will over heat and the
condenser will cease to function.

9. LB Refrigerant Lines; Rubbertex Insulation The black rubbertex insulation on the
copper tubing is deteriorated and should be replaced.
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Air Conditioning Unit 1 (Continued)

10.[JJJB[] Electrical Disconnect: Tumble switch The HVAC 7 3
electric disconnect box is very rusty.

North Side AC System

M. 000K A/C System Operation: ITnoperative The unit is currently in service beyond
the manufactures stated design life

12. XX OO0 00 Condensate Removal: Plastic tubing

13.X 10O Exterior Unit: Mounted on wooden platform

14. Manufacturer; Carrier

16. Area Served: Top Floor Approximate Age: 12 to 14 years

16. Fuel Type: Electric Temperature Differential: x

17. Type: Eeat pump Capacity: 1.5 ton ‘ _ ' -

18.J 000K Visible Coil: Copper core with aluminum fins, ! : : s b=
The aluminum fins surrounding the -‘
copper coil are becoming deteriorated
and falling away from the copper coil.
The aluminum fins are present to
dissipate the heat from the copper ceil
and when the fins are no longer present g
the coil will over heat and the
condenser will cease to function.

19.[ ][0 [1KK Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on the
copper tubing is deteriorated and should be replaced

20.JOJC0 ] Electrical Disconnect: Tumble switch The HVAC V -
electric disconnect box is very rusty. sy
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Heating System Unit 1

ANPNIMD

Ground Level Utility Room Heating System

1.JOKXCLC] Heating System Operation: Recommend replacement The air handlers installed in
these units are 12 to 16 years old. The air handlers do not meet the
SEER 13 rating that is required to be installed by current rules and
regulations. If and when the exterior condenser is replaced, the air
handler will also have to be up graded to SEER 132.

2. Manufacturer: Carrier

3. Type: Forced air Capacity: 2 ton

4. Area Served: Ground & Mid Levels Approximate Age: 14 to 16 years

5. Fuel Type: Electric

6.X ][00 [] Blower Fan/Filter: Direct drive with disposable filter

7.XXCJLILC]L] Distribution: Metal duct

Attic Heating System

8. [ Heating System Operation: Recommend replacement The air handlers installed in
these units are 12 to 16 years old. The air handlers do not meet the
SEER 13 rating that is required to be installed by current rules and
regulations. If and when the exterior condenser is replaced, the air
handler will also have to be up graded to SEER 13. '

9. Manufacturer: Carrier

10 Type: Forced air Capacity: 2 ton

Area Served: Ground & Mid Levels Approximate Age: 12 years

1«. Fuel Type: Electric

13.XI0 1[0 Blower Fan/Filter: Direct drive with disposable filter

14.X ][] Distribution: Metal Duct & Flex Duct

15. X [0 Thermostats: Individual

Plumbing Unit 1

ANPNI M D
1.0 L Service Line: Concealed
2. OO0 Main Water Shutoff: In Utility Room
3.X OO water Lines: Copper
4. MO0 Drain Pipes: pvc
5.XIC1CILCIL] Vent Pipes: pvc
Utility Room Water Heater
6. JOBK L[] water Heater Operation: Water turned off at

time of inspection. One of the unions
connecting the water heater to the
house plumbing is wvery rusty and should
ke replaced.

7. Manufacturer: A.0. Smith
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Plumbing Unit 1 (Continued)

8. Type: Electric Capacily: 50 gallon
9. Approximate Age: 12 to 14 years Area Served. Whole House
0.

1 T TPRV and Drain Tube: Copperx

N/

Bathroom Unit 1

ANPNI M D

Mail Level Powder Room Bathroom

1.0 I Ceiling: Drywall The drywall is damaged
along the edge where the ceiling and
wall intersect.

Walls: Drywall

Floor: vinyl floor covering

Doors: Painted, Flush Solid Core

Windows: Andersen, Double Hung, Tilt and Wash
Electrical; Light & Receptacle

Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
Faucets/Traps: Generic

Toilets: Kohler

HVAC Source: Heating system register

Ventilation: Electric ventilation £an
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Ceiling: Drywall

Walls: Drywall

Floor: Vinyl floor covering

Doors: Painted, Flush Solid Core
Electrical: Light & Receptacle
Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
Sink/Basin: Ceramic

Faucets/Traps: Generic

Tub/Surround: One Piece Fiberglass
Toilets: Kohler

HVAC Source: Heating system register
Ventilation; Electric ventilation fan

I

LT
|

LI

[

EEEEEEEEEEEE NI NN NN

EEEEEEESE RN IEEEEEEEEE.

RIRKCIRCIRRKRRKIKIX

MM NN 0 o8 o s

Palrm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.



American Home Inspections of NE NC
14:49 May 17, 2011 Page 11 of 21
Unit #46014A.pt5

Kitchen Unit 1

ANPNI M D
Kitchen & Dining Area, Main Level Kitchen
1.0 0 KO Cooking Appliances: General Electric Range off at time of inspection.
2. 0L Ventilator: General Electric
3.LJLIN LI Dishwasher: General Electric
4. JOK L] Refrigerator: General Electric Disconnected from power at time of inspection
5. 00000 Sink: Stainless Steel, Double Bowl
6.XILJLJ L[] Electrical: Lights & Receptacles
7.0 LOL] Plumbing/Fixtures: Generic
8.X 0O Counter Tops: Laminate and composite materials
9. LI LI Cabinets: Flush Laminate The cabinet
doors need to be adjusted.
The cabinet above the range is damaged.
10.XIO000[0 Cceiling: Drywall
M. XLL L walls: brywall
12. 100000 K Floor: vinyl floor covering The vinyl

flooring is damaged at the top of the
stairs.

[] Windows: Andersen, Double Hung, Tilt and Wash
[ HVAC Source: Heating system register

13. X OO0
4.XO0O0
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Bedroom Unit 1

ANPNI M D
Rear Bedroom
1.XIOOL L Closet: Two Closets
200000 Ceiling: prywall
.00 walls: brywall
4. OO O Floor: carpet The carpet tack strip along
the unit party wall, the strip is
stained and the tacks are rusty.
5. 000 Doors: Painted, Flush Solid Core
6. 1] ][] Windows: andersen, Double Hung, Tilt and Wash
7. A0 00 Electrical: Fan, Light & Receptacles ’
8. XILJL] ][] HVAC Source: Heating system register {
Front Bedroom
9. Closet: single Closet Door is damaged.

L A i

10.X 000 Ceiling: brywall
TN I [ =1

Walls: Drywall
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Bedroom Unit 1 (Continued)

12.J QO OMK Floor: cCarpet There is a stain on the carpet. The carpet tack strip along
the unit party wall, the strip is stained and the tacks are rusty.

Doors: Painted, Flush Solid Core

Windows: Andersen, Dcuble Hung, Tilt and Wash The glass pane in the top
sash of one window is broken.

Electrical: Fan, Light & Receptacles

HVAC Source: Heating system register

XX X
OO OO
L0 0]
00 00
0O X

Living Space Unit 1

=z
T
<
=

D

el Utility/Storage Room Living Space
[] Ceiling: Drywall

Walls: Paneling, Painted There is presence of organic growth on the
painted plywood walls of this room.

Floor: Concrete

Doors: Painted, Flush Solid Core

Electrical: Light & Receptacle

HVAC Source: Heating system register

Area Living Space
Closet; Single
Ceiling: Drywall Paint is peeling from the ceiling.
Walls: Drywall

Floor: Carpet The carpet is stained. The
carpet tack strip along the unit party
wall, the strip is stained and the
tacks are rusty.
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Living Space Unit 1 {(Continued)

11O 0BR[] Doors: Bi-fold Doors need trimming/adjustment
12.X O] Windows: Andersen, Double Hung, Tilt and Wash
13. X1 ][] Electrical: Fan, Light & Receptacles
4. ][0 HVAC Source: Heating system register
Ground Level Entry Living Space
15.XX OO0 Closet: single
16. X[ 1] 1[0 Ceiling: brywall
17.XO0000 walls: prywall (
18. 1L LI Floor: Vinyl floor covering The vinyl flooring is cut and gouged.
19‘[:1 LT[0 [] Doors: Painted, Flush Solid Core There is oxganic growth on the surface
of the door.
20.XICIO O] Electrical: Light & Receptacle
21. L] J1L] HVAC Source: None
Laundry Room/Area Unit 1
ANPNI M D

Main Level Laundry Room/Area

1. ]I Ceiling: Drywall

2.XC1EICL] walls: brywall

.0 Floor: vinyl floor covering ',
4. XIL1LIL] L] Doors: Painted, Flush Solid Core {
5. X OO0 0L Wwindows: Andersen, Double Hung, Tilt and Wash

6.XAL1LJLJI[] Electrical: Light & Receptacle

7.4 1100 HVAC Source: Heating system register

8.XIJLCJI[] washer Hose Bib: Recessed Box

9. XILILI L[ washer and Dryer Electrical: 110-240 VAC

10.X OO0 0L DryerVent: Rigid metal

11.XLIL]ILIL] Washer Drain: Wall mounted drain
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Marginal Summary

This summary is not the entire report. The complete report may include additional informatien of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components

1. Exterior Walls Exterior Surface Type: Horizontal Wood Ship Lap Siding 211 exterior wall
surfaces should be examined and re nailed in the areas where is hasz become lcose.
The extericr of the house should be pressure washed and repainted.

2. Accent Walls Exterior Surface Type: Plywood Panelg with machine shake appearance. The
exterior of the house should be pressure washed and repainted.

3. Window Screens: Metal wire There are several screens at various location in the house
that are not installed in the windows. No effort was made to inventory the windows.

Air Conditioning Unit 1

4. North Side AC System Electrical Disconnect: Tumble switch The
HVAC electric disconnect box is very rusty.

5. North Side AC System Electrical Disconnect: Tumble switch The
HVAC electric disconnect box is very rusty.

Living Space Unit 1

6. Ground Level Utility/Storage Room Living Space Walls: Paneling, Painted There is presence of
organic growth on the painted plywood walls of this room.

7. Main Level Living Area Living Space Ceiling: Drywall Paint is peeling from the ceiling.

8. Main Level Living Area Living Space Doors: Bi-fcld Doors need trimming/adjustment

9. Ground Level Entry Living Space Doors: Painted, Flush Solid Core There is organic growth on
the surface of the door.
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Defective Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components

1. Deck: Front, Pressure Treated Wood There is one floor
joist near the front of the deck that is not
properly supported with a metal joist hanger.
Several of the handrail pickets are loose and out
of place. Close inspection revealed that the nails
used to fasten the pickets to the top and bottom
rails are rusty and deteriorated and failing to
perform their intended function.

2. Porch: Rear Porch, Pressure Treated Wood Screen
panels for the porch are missing or damaged. The
porch screen door is damaged.

3. Stairs/Landing: Rear Stairs & Landing, Pressure Treated Wood The decorative wood trim at
the top of the handrail post, most of this trim is missing or deteriorated.

The wood pickets are loose or ocut of place. The nails used to secure the pickets
are rusty/deteriorated.
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Defective Summary (Continued)

4. Entry Door: Kitchen/Dining Area, Fiberglass, Full view

Glass Moisture ig migrating to the inside at the
door thresghold.

The door and threshold need to be
adjusted to stop the meisture migration.

SR

e

5. Exterior Lighting: Exterior, Surface Mount There is a
exterior light under the front deck that was wired
with interior romex wiring that should have been
installed in electrical conduit. There is a light
installed for the rear stairs. The interior romex

wiring for this light should have been ingtalled in
electrical conduit.

Roof
6. All Roof Areas Roof Surface Material; Asphalt shingle There

are ridge cap shingles misgssing from the ridge and
there is a patch of shingle missing from the roof.

7. All Roof Areas Roof Surface Eye Brow Roofs: Wood Shake Shingles The small "eye brow" roofs
above the front and rear double windows are deteriorated and need to be replaced.
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Defective Summary (Continued)

8. Gutiters: Plastic Parts of the gutters and down spouts
are missing or damaged on most units.

9. Downspouts: Plastic The gutter down spout has become
disconnected.

Air Conditioning Unit 1

10. North Side AC System A/C System Operation: Inoperative The unit is currently in service
beyond the manufactures stated design life

11. North Side AC System Visible Coil: Copper core with
aluminum fins The aluminum fins surrounding the
copper coll are becoming detericrated and falling
away from the copper coil. The aluminum fins are
present to digsipate the heat from the copper coil
and when the fins are no longer present the coil
will over heat and the condenser will cease to
function.

12. North Side AC System Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation
on the copper tubing is deteriorated and should be replaced.

13. North Side AC System A/C System Operation: Inoperative The unit is currently in service
beyond the manufactures stated design life
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14. North Side AC System Visible Coil: Copper core with
aluminum fins The aluminum fins surrounding the
copper coil are becoming deteriorated and falling
away from the copper ceoil. The aluminum fins are
present to dissipate the heat from the copper coil
and when the fins are no longer present the coil
will over heat and the condenser will cease to
function.

15. North Side AC System Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation
on the copper tubing is deteriorated and should be replaced.

Bathroom Unit 1
16. Mail Level Powder Room Bathroom Ceiling: Drywall The

drywall is damaged aleng the edge where the ceiling
and wall intersect.

Kitchen Unit 1

17. Kitchen & Dining Area, Main Level Kitchen Cabinets: Flush
Laminate The cabinet doors need to be adjusted.
The cabinet above the range is damaged.
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Defective Summary (Continued)

18. Kitchen & Dining Area, Main Level Kitchen Floor: vinyl floor
covering The vinyl flcoring is damaged at the top
of the stairs.

Bedroom Unit 1

19. Rear Bedroom Floor: Caxrpet The carpet tack strip along
the unit party wall, the strip is stained and the
tacks are rusty.

20. Front Bedroom Closet: Single Closet Door is damaged.

21. Front Bedroom Floor: Carpet There is a stain on the carpet. The carpet tack strip along
the unit party wall, the strip is stained and the tacks are rusty.

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.



American Home Inspections of NE NC
14:49 May 17, 2011 Page 21 of 21
Unit #46014A.pt5

Bedroom Unit 1 (Continued)

Floor: (continued

22. Front Bedroom Windows: Andersen, Double Hung, Tilt and Wash The glass pane in the top
gasgh of one window is broken.

Living Space Unit 1
23. Main Level Living Area Living Space Floor: Carpet The carpet
ig stained. The carpet tack strip along the unit

party wall, the strip is stained and the tacks are
T rusty.

24. Ground Level Entry Living Space Floor: vinyl floor covering The vinyl flooring is cut and
gouged.

Palm-Tech Inspector, Copyright @ 1998-2006, PDmB, Inc.
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Definitions

NOTE: All definitions listed below refer to the property or item listed as inspected on this report at the time of inspection
A Acceptable Functional with no obvious signs of defect.
NP Not Present Item not present or not found.
NI Not Inspected Item was unable to be inspected for safety reasons or due to lack of power, inaccessible, or disconnected at time
of inspection.
M Marginal Item is not fully functional and requires repair or servicing.
D Defective Item needs immediate repair or replacement. It is unable to perform its intended function.

General Information

Property Information
Property Address US Coast Guard Housing, Unit #46014B

City Buxton State NC Zip 27920
Contact Name Samuel Horton
Phone 813 240 5163 Faxx

Client Information

Client Name ThomCo Enterprises Inc
Client Address x

City x State x Zipx

E-Mail samuelh@thomcoent . com

Inspection Company

Inspector Name Ralph W. Woodard, NC Licensed Home Inspector #493
Company Name American Home Inspections of NE NC

Company Address PO Box 2347

City Kitty Hawk  State NC  Zip 27949

Phone Cell 25 202 8344 Faxx

E-Mail ralphdubya@embargmail . com

Conditions

Others Present No One Property Occupied Vacant
Estimated Age 12 to 14 years Entrance Faces South
Inspection Date 05/05/2011

stric On ® Yes O No O Not Applicable
was/Oil On O Yes O No ® Not Applicable
Water On O Yes & No O Not Applicable
Temperature 50-55 degrees
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General Information (Continued)

Weather Clear Soil Conditions Dry
Building Type Duplex Garage Carport

Exterior Surface and Components

A NPNI M D
1.X OO0 Grading: Generally Flat
2.X ][] Driveway: Concrete
3.XIL]LIL[] Patio: Front Entry, Pressure Treated Wood
A.JOCJCID] Deck: Front, Pressure Treated Wood The lower front trim boards are loose

and keginning to fall. There is cne floor jcist near the front of the
deck that is not properly supported with a metal joist hanger. Several
of the handrail pickets are loose and out of place. Close inspection
revealed that the nails used to fasten the pickets to the top and
bottom rails are rusty and deteriorated and failing to perform their
intended function. There is one floor joist near the front of the deck

that is not properly supported with a metal joist hanger.
W

50O Porch: Rear Porch, Pressure Treated Wood
The porch screen door is damaged.
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Exterior Surface and Components (Continued)

6. JJJ ] Stairs/Landing: Rear Stairs & Landing, Pressure Treated Wood The wood
pickets are loose or out of place. The nails used toc secure the
pickets are rusty/deteriorated.

Exterior Walls Exterior Surface

7.0 0K L[] Type: Horizontal Wood Ship Lap Siding The exterior of the house should be
pressure washed and repainted.
There are several pieces of wood lap siding that are split and need to
be replaced.

_sent Walls Exterior Surface

8. ] Type: Plywood Panels with machine shake
appearance. The machine shake loock
plywocd panels, the nails are loose in
several places. The exterior walls
should be examined and the loose siding @@=
re nailed. The exterior of the house =
should be pressure washed and
repainted.

OO Trim: wood, Aluminum Covered
X OOO@O Fascia: wood, wrapped with Aluminum Coil Stock
KUOoo

Soffits: Vinyl panels

. b
- O QO
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2.000xO

B3.000KO

4. 00X O

Exterior Surface and Components (Continued)

Entry Doors: Ground Front, Fiberglass,
Full View Glass Paint is peeling from
the door surface. It needs to be re
painted.

Entry Door: Ground Utility Room,
Fiberglass, Flush Solid Core Paint is
peeling from the dcoor surface. It
needs to be repainted.

Entry Door: Main Living Area, Fiberglass,
Full View Glass Paint is peeling from
the door surface. It needs to be re
painted.
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Exterior Surface and Components (Continued)

15.JC0O0 O K Entry Door: Kitchen/Dining Area, Fiberglass, Full view Glass Paint is
peeling from the door surface. It needs to be re painted.
Moisture is migrating to the inside at the door threshold. The door
and threshold need L:c_a_ be adjusted to stop the moisture migration.

-

e —

[[] Windows: Andersen Double Hung, Tilt & Wash Feature
[[] window Screens: Metal wire There are several screens at various location
in the house that are not installed in the windows. No effort was made
to inventory the windows.
1 Exterior Lighting: Exterior, Surface Mount
There is a exterior light under the
front deck that was wired with interior
romex wiring that should have been
installed in electrical conduit. There
is a light installed for the rear
stairs. The interior romex wiring for
this light should have been installed
in electrical conduit.

L OX
O Od
0O Od

X

19.J 0[] Exterior Electric Outlets: Exterior, Surface
Mount The exterior electrical outlets
are not properly mounted to the wall.

20X 0O O HoseBibs: Frost Proof

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Roof

ANPNIM D
All Roof Areas Roof Surface
1. Method of Inspection: On rocof
2.0O000K Material: nsphalt shingle The roof is
missing shingles on the north and south
sides.

. Type: Hip & Gable

. Approximate Age: 12 to 14 years

XOOOO Flashing: Metal

XOOo D Valleys: Asphalt shingle

O OLCIXL] Plumbing Vents: PvC When inside the attic,
vou can see daylight around the edges
of the 3 inch wvent pipe. This is a
good indication that is leaking.

8.0 OB Ventilation Vent: Bath Fan Ventilation
Looking at the roof sheathing, you can
gsee that it is deteriorated around the
duct work for the ventilation fan.

9, Roof Water Control

10.0 000K Gutters: Plastic Parts of the gutters and down spouts are missing or
damaged on most units.

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Roof (Continued)

X

X [] Downspouts: Plastic
[] Leader/Extension: Plastic Reconnect to

downspout where pulling loose

1.1
12.0100

4

Garage Unit 1

ANPNI M D
Carport, Attached Drive Under Garage
1_Type of Structure: Carpert Car Spaces: 01

XIOOIO[O Ceiling: Masonite W/Wood Trim Boards
. XUOOOLO Floor/Foundation: Concrete
4 XD OO Electrical: Lights & Qutlet

Electrical Unit 1

ANPN M D
1. Service Size Amps: 200 Volts: 110-240 VAC
2XILI0I00 0 Service: Aluminum
3.XC]O00OL0 120 VAC Branch Circuits: Copper
4.XIC][0 0[] 240 VAC Branch Circuits: Copper and aluminum
5L OO0 Aluminum Wiring: Not present
6.4 1] ][] Conductor Type: Romex
7.0 L0 Ground: Rod in ground only
& I EEiEkd D Smoke Detectors: Hard wired with battery back up Most units, some of the

smoke detector have been removed, others do not respond to the test. I
recommend that all smoke detectors be replaced in these units.
Ground Level Utility Room Electric Panel
9.XI OO O Manufacturer: Cutler-Hammer
10. Maximum Capacity: 200 Amps
11.X OO0 Main Breaker Size: 200 Amps
12.A I ][] Breakers: Copper and Aluminum
13. Is the panel bonded? ® Yes O No

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Structure Unit 1

ANPNI M D
1. X OO0 Structure Type: wood frame
2.XICJL1L0L] Foundation: 8X8 PT Wood Pilings and Monolithic Concrete Foundation
3.XI ][] Ditferential Movement: No movement or displacement noted
4. X OO Beams: Pressure Treated Para/Lam Beam
5.XTILCILIL] Bearing Walls: Frame
6. Joists/Trusses: Unable to view
7.XO0C0 O Floor/Slab: Concrete
8.XI [0 stairs/Handrails: Wocd stairs with wood handrails
9. XITILIL][0 Subfloor: 3/4" T&G Floor Underlayment
Attic Unit 1
ANPNI M D
Main Attic
1. Method of Inspection; From the attic access
2.X OO0 Roof Framing: Truss Roof Framing
3.XILJI[] sSsheathing: Plywood
4. X000 Ventilation: Roof and soffit vents
5.XO00O00 Insulation: Batts
6.XL1LJLIL] Insulation Depth: ® inches
7.X L]0 Vvapor Barrier: Paper
8.X [0 wiring/Lighting: Light & Outlet
o.J LK Moisture Penetration: Ongoing water penetration noted As noted before, the 3
inch PVC pipe appears to be leaking as well as the vent for the bath
ventilation fan.
10.XX O [ Bathroom Fan Venting: Electric fan
Air Conditioning Unit 1
ANPNIM D

South Side AC System

1.JO0COCOK A/C System Operation: Inoperative The unit
is currently in service beyond the
manufactures stated design life

2. OO0 O[] Condensate Removal: Plastic tubing

3.XILIL]LI] Exterior Unit: Mounted on wooden platform

4. Manufacturer: Carrier

5. Area Served: Ground & Mid Levels Approximate Age: 12 to 14 years

Palm-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Air Conditioning Unit 1 (Continued)

6. Fuel Type: Electric Temperature Differential; x
7. Type: Heat pump Capacity: 2 ton
8.

OOo0odx

o. 100X

Visible Coil: Copper core with aluminum fins The aluminum fing surrounding
the copper ccil are becoming deteriorated and falling away from the
copper coil. The aluminum fins are present to dissipate the heat from
the copper ccil and when the fins are nco longer present the coil will
over heat and the condenser will cease to function.

Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on the
copper tubing is deteriorated and should be replaced.

10.(J O OO K Electrical Disconnect: Tumble switch The HVAC electric disconnect box is very
rusty.

South Side AC System

M. OO QOOK A/C System Operation; Incperative The unit

12. MO0
1B3.XO00O0

is currently in service beyond the
manufactures stated design life

Condensate Removal: Plastic tubing
Exterior Unit: Mounted on wooden platform

14. Manufacturer: Carrier

15. Area Served: Top Floor Approximate Age: 12 to 14 yeas
16. Fuel Type: Electric Temperature Differential: x

17. Type: Heat pump Capacity: 1.5 ton

8. O0O0OK

10.0000OK
20.]O0OXO

Visible Coil: Copper core with aluminum finsg The aluminum fins surrounding
the copper coil are becoming deteriorated and falling away from the
copper coil. The aluminum fins are present to dissipate the heat from
the cepper coil and when the finsg are no longer present the coil will
over heat and the condenser will cease to functicm.

Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on the
copper tubing is deteriorated and should be replaced.

Electrical Disconnect: Tumble switch The HVAC electric disconnect box is very
rusty.
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Heating System Unit 1

ANPNI M D

Ground Level Utility Room Heating System

1.JOR L] Heating System Operation: Recommend replacement The air handlers installed in
these units are 12 to 16 years old. The air handlers do not meet the
SEER 13 rating that is required to be installed by current rules and
regulations. If and when the exterior condenser is replaced, the air
handler will also have to be up graded to SEER 13.

2. Manufacturer: Carrier

3. Type: Forced air Capacily: 2 ton

4. Area Served: Ground & Mid Levels Approximate Age: 14 to 16 years

5. Fuel Type: Electric

6.X [JLJ[1L1] BlowerFan/Filter: Direct drive with disposable filter

7.X O] L] Distribution: Metal duct

Attic Heating System

8.[J X [J]LC] Heating System Operation: Recommend replacement

9. Manufacturer: Carrier

10. Type: Forced air Capacity: 1.5 ton

11. Area Served: Top Floor Approximaie Age; 12 t0 14 years

12. Fuel Type: Electric

13.BA ] 1]} Blower FanfFilter: Direct drive with disposable filter

14.XA 000 Distribution: Metal & Flex Duct
15. XA ]I L][] Thermostats: Individual
Plumbing Unit 1
ANPN MD
1.JCBR [0 Service Line: Concealed
2. X000 L] Main Water Shutoff: In Utility Room
3.XICILIL]LC] wWater Lines: copper
4. O30 Drain Pipes: pvc
5. XKL LIL Vent Pipes: pvec
Utility Room Water Heater
6.1 [0 Water Heater Operation: Water turned off at time of inspection.
7. Manufacturer: A.0. Swmith
8. Type: Electric Capacity: 50 gallon
9. Approximate Age: 12 to 14 years Area Served: Whole House
10.XI 3] TPRV and Drain Tube: Copper
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Bathroom Unit 1

ANPN M D
Powder Room, Main Level Bathroom
[ 1[J[] Ceiling: Drywall
Walls: Drywall
Floor: vinyl floor covering The seam in the vinyl flooring has failed.
Doors: Painted, Flush Solid Core
Windows: Andersen, Double Hung, Tilt and Wash
Electrical: Light & Receptacle
Counter/Cabinet. Laminate Top & Flush Laminate Cabinet
Faucets/Traps: Generic
Toilets: Kohlexr
HVAC Source: Heating system register
Ventilation: Electric ventilation fan
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Ceiling: Drywall There is damage to the
drywall above the toilet. This was
probably cause by the defective roof
ventilation wvent.

Walls: Drywall

Floor: Vinyl floor covering

Doors: Painted, Flush Solid Core

Electrical: Light & Receptacle

Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
Sink/Basin; Ceramic

Faucets/Traps: Generic

Tub/Surround: One Piece Fiberglass There was no stopper provided for the
tub drain.

Toilets: Kohler

HVAC Source: Heating system register

Ventilation: Electric ventilation fan
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Kitchen Unit 1

A NP NI
Kitchen & D
1.00XK
2. X0
.000K
4. 100K
5. XKLL
6.0
7.00K
8.XIL1L]
9. X1
10. X (1[0
1.
A2 [ [
13 [ K=l

M

D

ining Area, Main Level Kitchen

([ Coocking Appliances: General Electric Electric range disconnected from power

XA

I

l

LI

X XOCOOOE

14.X0O0000

source at time of inspection.

Ventilator: General Electric

Dishwasher: General Electric

Refrigerator: General Electric Disconnected from power at time of inspection
Sink: Stainless Steel, Double Bowl

Electrical: Lights & Receptacles Lighting under cabinets did not respond to

the switch.

Plumbing/Fixtures: Generic

Counter Tops: Laminate and composite materials

Cabinets: Flush Laminate

Ceiling: Drywall

Walls: Drywall

Floor: Vinyl floor covering The vinyl flooring is gouged and is cut at the
laundry room door.

eating area. The outer end of this
window unit is sagging down ward. When
viewing the window from the cutside,
you can see that the operating window
sash on the sides do not fit squarely
in the window frames.

HVAC Source: Heating system register

Bedroom Unit 1

T
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NOOO s O000O0OxRO0s =
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Closet: Single

Ceiling: Drywall

Walls: Drywall There are staing under the bedroom windows.
Floor: Carpet

Doors: Painted, Flush Sclid Ceore

Windows: Andersen, Double Hung, Tilt and Wash

Electrical: Fan, Light & Receptacles

HVAC Source: Heating system register

Closet: Single

Ceiling: Drywall

Walls: Drywall

Floor: Carpet The carpet tack strip along the unit party wall, the strip
is stained and the tacks are rusty.
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Bedroom Unit 1 (Continued)
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Doors: Painted, Flush Solid Core The door needs to be adjusted to fit
into opening properly.

Windows: Andersen, Double Hung, Tilt and Wash

Electrical: Fan, Light & Receptacles

HVAC Source: Heating system register

Living Space Unit 1

Ground Level Utility/Storage Room Living Space
1.X

2

PNZ=D AW
X

A

D

o
5[X
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10.[]

XXX
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NPNI M D
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L] TR
Level Living
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OO
LI 00
NN
HimnIn

Area Living Space

Ceiling: Drywall

Walls: Paneling, Painted There is presence of organic growth on the
painted plywood walls of this room.

Floor: Concrete

Doors; Painted, Flusgh Solid Core

Electrical: Light & Receptacle

HVAC Source: Heating system register

Closet: Single
Ceiling: Drywall There is damage to the
drywall ceiling.

Walls: Drywall There is a small hole in the drywall.
Floor: Carpet The carpet tack strlp along
the unit party wall, the strip is
stained and the tacks are rusty.

The carpet is damaged at the entrance
door.

The carpet surface is stained.

i
i

Doors: Bi-fold
Windows: Andersen, Double Hung, Tilt and Wash
Electrical: Fan, Light & Receptacles
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Living Space Unit 1 (Continued)

4. 0O O HVAC Source: Heating system register
d

Ground Level Entry Living Space
15.X 101 [] Closet: single
16.XI OO O[O Ceiling: Drywall
17.X OO0 0 walls: brywall
18.JJJCJE Floor: vinyl floor covering The vinyl flooring is cut and there is a patch
in the wvinyl.
19. 10 [1B ] Doors: Painted, Flush Solid Core There
is organic growth on the surface of the
door.
20.XIJ L L Electrical: Light & Receptacle
21. 1M [L]L]L] HVAC Source: None
Stair Well Living Space —
22 X100 Ceiling: brywall
2. O000 walls: prywall
24. X000 Fioor: carpet
25. 101X [ Windows: Andersen, Double Hung, Tilt and Wash There are signs at the

bottom of this window that indicates it is leaking during pericds of
rain.

There are stain marks on the vinyl header piece of the top inside
center window.

26. ][] Electrical: Lighting
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Laundry Room/Area Unit 1

ANPNI M D
Main Level Laundry Room/Area

1. X000 T] Ceiling: Drywall

2. 0000000 walls: prywall

3. 00001 Floor: vinyl floor covering

4. DAL 0] Doors: Painted, Flush Solid Core

5.XIT 01011 Windows: Andersen, Double Hung, Tilt and Wash
- 6. ]I Electrical: Light & Receptacle

7.X {10000 HVAC Source: Heating system register

8.XILIL ][ IL] Washer Hose Bib: Recessed Box

9. L[]0 washer and Dryer Electrical: 110-240 VAC
10. )00 000 Dryer Vent: Rigid metal

M. XKLL washer Drain: wall mounted drain

Paim-Tech Inspector, Copyright © 1998-2006, PDmB, Inc.
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Marginal Summary

This summary is not the entire report. The complete report may include additional information of concern fo the client. It is recommended
that the client read the complete report.

Exterior Surface and Components

1. Exterior Walls Exterior Surface Type: Horizontal Wood Ship Lap Siding The exterior of the
house should be pressure washed and repainted.

There are several pieces of wood lap siding that are split and need to be replaced.
2. Accent Walls Exterior Surface Type: Plywocod Panels with
machine shake appearance. The machine shake look
plywood panels, the nails are loose in several
places. The exterior walls should be examined and
the loose siding re nailed. The exterior of the
house should be pressure washed and repainted.

3. Entry Doors; Ground Front, Fiberglass, Full View Glass

Paint is peeling from the door surface. It needs
to be re painted.

4. Entry Door: Ground Utility Room, Fiberglass, Flush

Solid Core Paint is peeling from the deoor surface.
It needs to be repainted.
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Marginal Summary (Continued)

5. Entry Door: Main Living Area, Fiberglass, Full View
Glass Paint is peeling from the door surface. It
needs tc be re painted.

6. Window Screens: Metal wire There are several screens at various location in the house
that are not installed in the windows. Nc effort was made to inventory the windows.

7. Exterior Electric Quilets; Exterior, Surface Mount The
exterior electrical outlets are not properly
mounted to the wall.

Roof

8. Plumbing Vents: PVC When inside the attic, vou can see
daylight arocund the edges of the 3 inch vent pipe.
This is a good indication that is leaking.

9. Gutters: Plastic Parts of the gutters and down spouts are missing or damaged on most
unite.

10. Downspouts: Plastic
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Marginal Summary (Continued)

11. Leader/Extension: Plastic Reconnect to downspout where
pulling loose

Air Conditioning Unit 1

12. South Side AC System Electrical Disconnect: Tumble switch The HVAC electric disconnect box is
very rusty.

Bathroom Unit 1

13. Top Floor Bathroom Tub/Surround: One Piece Fiberglass There was no stopper provided for
the tub drain.

Kitchen Unit 1

14. Kitchen & Dining Area, Main Level Kitchen Electrical: Lights & Receptacles Lighting under cabin
did not respond to the gwitch.

Bedroom Unit 1

15. Front Bedroom Walls: Drywall There are stains under the bedroom windows.

16. Rear Bedroom Floor: Carpet The carpet tack strip along the unit party wall, the strip
is stained and the tacks are rusty.

17. Rear Bedroom Doors: Painted, Flush Solid Ccre The door needs to be adjusted to fit into
opening properly.

Living Space Unit 1

18. Ground Level Utility/Storage Room Living Space Walls: Paneling, Painted There is presence of
organic growth on the painted plywoed walls of this room.
19. Main Level Living Area Living Space Wallls: Drywall There is a small hole in the drywall
20. Main Level Living Area Living Space Floor: Carpet The carpet : :
tack strip along the unit party wall, the strip is
stained and the tacks are rusty.
The carpet is damaged at the entrance door.
The carpet surface is stained.
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Marginal Summary (Continued)

21. Ground Level Entry Living Space Doors: Painted, Flush Solid
Core There is organic growth on the surface of the
door.

22. Stair Well Living Space Windows: Andersen, Double Hung, Tilt and Wash There are signs at
the bottom of this window that indicates it is leaking during periods of rain.
There are stain marks on the vinyl header piece of the top inside center window.
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Defective Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components

1. Deck: Front, Pressure Treated Wood The lower front trim boards are loose and
beginning tco fall. There is one floor joist near the front of the deck that is not
properly supported with a metal joist hanger. Several of the handrail pickets are
loose and ocut of place. Close inspection revealed that the nails used to fasten the
pickets to the top and bottom rails are rusty and detericrated and failing to

perform their intended function. There is one floor joist near the front of the deck
that is not properly supported with a metal joist hang

—

Porch: Rear Porch, Pressure Treated Wood The porch
screen door is damaged.

v .
3. Stairs/Landing: Rear Stairs & Landing, Pressure Treated Wood The wood pickets are loose
or out cf place. The nails used to secure the pickets are rusty/detericrated.
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Exterior Surface and Components (Continued)

Stairs/Landing:

continued)

[t

4. Entry Door: Kitchen/Dining Area, Fiberglass,
door surface. It needs to be re painted.
Moisture is migrating to the inside at the door threshold. The door and threshold
need to be adjusted to stop the moisture migration.

Full view Glass Paint is peeling from the

5. Exterior Lighting: Exterior, Surface Mount There is a
exterior light under the front deck that was wired
with interior romex wiring that should have been
installed in electrical conduit. There is a light
installed for the rear stairs. The interior romex

wiring for this light should have been installed in
electrical conduit.
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Defective Summary (Continued)

Roof
6. All Rocf Areas Roof Surface Material; Asphalt shingle The

roof ig missing shingles on the north and south
sides.

7. Ventilation Vent: Bath Fan Ventilation Locking at the

roof sheathing, you can see that it is deteriorated ;
around the duct work for the ventilation fan.

Electrical Unit 1

8. Smoke Detectors: Hard wired with battery back up Most units,
have been removed, others do not respond to the test.
detectors be replaced in these units.

Attic Unit 1

9. Main Attic Moisture Penetration: Ongoing water penetration noted As noted before, the 2 inch
PVC pipe appears to be leaking as well as the vent for the bath ventilation fan.

Air Conditioning Unit 1

10. South Side AC System A/C System Operation; Inoperative The

unit is currently in service beyond the
manufactures stated design life

some of the smoke detector
I recommend that all smoke
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Defective Summary (Continued)
11. South Side AC System Visible Coil: Copper core with aluminum fins The aluminum fins

12.
13.

14.

To.

16:

surrcunding the copper coil are becoming deteriorated and falling away from the
copper coil. The aluminum fins are present to dissipate the heat from the copper
coll and when the fins are no longer present the coil will over heat and the
condenser will cease to function.

South Side AC Systermn Refrigerant Lines; Rubbertex Insulation The black rubbertex insulation
on the copper tubing is deteriorated and should be replaced.

South Side AC System Electrical Disconnect: Tumble switch The HVAC electric disconnect box is
very rusty.

Scuth Side AC System A/C System Operation: Inoperative The
unit is currently in service beyond the
manufactures stated design life

South Side AC System Visible Coil: Copper core with aluminum fins The aluminum fins
surrounding the copper coil are becoming deteriorated and falling away from the
copper coil. The aluminum fins are present to dissipate the heat from the copper
coil and when the fins are no longer presgent the coil will over heat and the
condenser will cease to function.

South Side AC System Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation
on the copper tubing is deteriorated and should be replaced.

Bathroom Unit 1

17.

18.

Powder Room, Main Level Bathroom Floor: Vinyl floor covering The seam in the vinyl flooring
has failed.

Top Floor Bathroom Ceiling: Drywall There is damage to
the drywall above the toilet. This was probably
cause by the defective roof ventilation vent.

Kitchen Unit 1

. Kitchen & Dining Area, Main Level Kitchen Floor; Vinyl floor covering The wvinyl flooring is
gouged and is cut at the laundry room door.
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Defective Summary (Continued)

20. Kitchen & Dining Area, Main Level Kitchen Windows: Andersen,
Double Hung, Tilt and Wash The bay window in the
kitchen eating area. The outer end of this window
unit is sagging down ward. When viewing the window
from the outside, you can see that the operating 1
window sash on the gides do not fit squarely in the ||
window frames. '

Living Space Unit 1

21. Main Level Living Area Living Space Ceiling: Drywall There is
damage to the drywall ceiling.

22. Ground Level Entry Living Space Floor; Vinyl floor covering The vinyl flooring is cut and
there is a patch in the vinyl.
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Definitions

NQOTE: All definitions listed below refer to the property or item listed as inspected on this report at the time of inspection
A Acceptable Functional with no obvious signs of defect.
NP Not Present  Item not present or not found.
NI Not Inspected Item was unable to be inspected for safety reasons or due to lack of power, inaccessible, or disconnected at time

of inspection.
M Marginal Item is not fully functional and requires repair or servicing.
D Defective Iltem needs immediate repair or replacement. It is unable to perform its intended function.

General Information

Property Information
Property Address US Coast Guard Housing, Unit #46020A

N

>ONOC S

City Buxton State NC Zip 27920
Contact Name Sanuel Horton
Phone 813 340 5163 Faxx

Client Information

Client Name US Coast Guard
Client Address x

City x State x Zip x

E-Mail samuelh@thomcoent . com

Inspection Company

Inspector Name Ralph W. Woodard, NC Licensed Home Inspector $#493
Company Name American Home Inspections of NE NC

Company Address PO Box 2347

City Kitty Hawk  State NC  Zip 27949

Phone Cell 25 202 8344 Faxx

E-Mail ralphdubya@embargmail .com

Conditions

Others Present No One Propenrty Occupied Vacant

Estimated Age 12 to 14 years Entrance Faces South

I ~ection Date 04/04/2011

t JtricOn ® Yes O No O Not Applicable

Gas/Oil On O Yes O No ® Not Applicable e ;2
Water On O Yes ® No O Not Applicable

Palm-Tech Inspector
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General Information (Continued)

Temperature 50-55 degrees
Woeather Clear Secil Conditions Dry
Building Type Duplex Garage Carport

Exterior Surface and Components

NI M D

[0 walks: Concrete

DB [] Deck: Front, Pressure Treated Wood There
is one floor joist near the front of

the deck that is not properly supported
with a metal joist hanger.

N =
x>

=
0%

3. DDDD. Porch: Rear, Pressure Treated Wood The porch floor ledger is not bolte(

to the structure. The porch screen door is damaged. Screen panels for""'
the porch are missing or damaged.

Paim-Tech Inspector, Copyright ® 1998-2008, PDmB, Inc.



American Home Inspections of NE NC
13:41 April 18, 2011 Page 3 of 22
Unit #46020A.pt5

Exterior Surface and Components (Continued)

4. JO000K L] Stairs/Landing: RearStairs & Landing,
Pregsure Treated Wood The wood pickets
are locose or out of place. The nails
uged to secure the pickets are
rusty/deteriorated. The decorative woo!l
trim at the top of the handrail post,
most of this trim is missing or
deteriorated. There is a 12 inch
opening at the top of the stairs
between the porch post and the handrail
post, there is no handrail in this
area. The opening is large enough for
a small child to fall through.

5. 0K Grade/Topography: General Condition: On the north side of the unit, it
appears that water would gravitate toward the unit at time of rain and
possibly cause ercosion at the concrete foundation.

Exterior Walls Exterior Surface

6. 110 Type: Horizontal Wood Ship Lap Siding The exterior walls, some of the
wood lap siding is split and should be replaced. All exterior wall
surfaces should be examined and re nailed in the areas where is has
become loose. The exterior of the house should be pressure washed and
repainted.

Accent Walls Exterior Surface

7.0 0K [O Type: Plywood Panels with machine shake appearance. All exterior wall

surfaces should be examined and re nailed in the areas where is has

become loose. The machine shake look plywood panels, the nails are
loocse in several places. The exterior walls should be examined and the
loose siding re nailed.

Trim: Wood, Aluminum Covered

Fascia; Wood, wraped with Aluminum Coil Stock

Soffits: Vinyl panels

Entry Doors: Ground Front, Fiberglass,

Full View Glass The sill support at the

bottom of the door exterior is out of

place and should be re nailed or
replaced. There are stains on the vinyl
floor inside the docr indicating that
moisture is migrating under the door
and into the house at times of rain.

The dcoor hardware is defective or needs

cleaning. The door will not lock

properly.

LIXIXI
L0
OO0
OO0
DX

12.{ 00O Entry Door; Ground Utility Room, Fiberglass, Flush Solid Core
13.XI L] Entry Door: Main Living Area, Fiberglass, Full View Glass
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Exterior Surface and Components (Continued)

14 L Ellliial Entry Door; Kitchen/Dining Area,
Fiberglass, Fullview Glass The

sub-floor just inside the door is
deteriorated, thig is caused by
moisture migration under the bottom of
the door. The vinyl flooring is
deteriorated by the moisture migration.

15. OB [] Windows: Andersen Double Hung, Tilt & Wash Feature Several of the
windows, particularly in the stairway, the drywall under then has been
damaged by moisture migration.

16.C]1JCIK L] Window Screens: Metal wire There are very few screens installed in the
windows, there are however, screens sitting in various places
throughout the units.

17.J 0] Exterior Lighting: Exterior, Surface Mount There is a exterior light under

the front deck that was wired with interiocr romex wiring that should

have been installed in electrical conduit. There is a light installer
for the rear stairs. The interior romex wiring for this light shoulc
have been installed in electrical conduit.

.XOOLC[ Exterior Electric Outlets: Exterior, Surface Mount
[JLCIBA[] Hose Bibs: Frost Proof The know for the rear hose bib is defective.
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Roof

ANPNI M D

All Roof Areas Roof Surface

1. Method of Inspection: On roof

2.0 O K[ Material: Asphalt shingle There are :
several ridge cap shingles missing from
the lower roof. ’
There were several roofing nails
observed that the nail heads are rusty.

3. Type: Hip & Gable

4. Approximate Age: 12 to 14 years

5.6 OO0 0 Flashing: Metal

6.XLILIEI[L] Valieys: Asphalt shingle

7 OOOLO Plumbing Vents: pve

e Roof Water Control

9. JJ0OLCIDK Gutters: Plastic There connections at the plastic gutter pipe sections

where the glue has failed and water is leaking from the gutters in
these area.

10.JO0 K Downspouts: Plastic The is one place where the plastic down spout and
extension is missing.

Garage Unit 1

ANPNI M D
C~rport, Attached Drive Under Garage
iype of Structure: Carport Car Spaces: 01
2.X[CO0 000 Ceiling: Masonite W/Wood Trim Boards
CICJ O] Floor/Foundation: Concrete

X
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Garage Unit 1 (Continued)

4.0 Electrical: Lights & oOutlet

Electrical Unit 1

ANPNIMD
1. Service Size Amps: 200 Volts: 110-240 VAC
20O 000 service: aAluminum
3.XILJLILIL] 120 VAC Branch Circuits: Copper
4. X101 240 VAC Branch Circuits: Copper and aluminum
50K OO0 MO Aluminum Wiring: Not present
6. X L[] Conductor Type: Romex
7. OO0 Ground: Red in ground only
8.0 JB] Smoke Detectors: Hard wired with battery back up Most units, some of the

smoke detector have been removed, others do not respond to the test. I
recommend that all smoke detectors be replaced in these units.

Ground l.evel Utility Room Electric Panel

O.XIOCICIL] Manufacturer: Cutler-Hammer
10. Maximum Capacity: 200 Amps
M. Main Breaker Size: 200 Amps
12. OO OO0 Breakers: Copper and Aluminum
13. Is the panel bonded? ® Yes O No

Attic Unit 1

ANPN M D
Main Attic

1. Method of Inspection: From the attic access

(1] Roof Framing: Truss Roof Framing

Sheathing: Plywood

Ventilation: Roof and soffit vents

Insulation: Batts

Insulation Depth: 9 inches

Vapor Barrier; Paper

Wiring/Lighting: Light & Outlet

Moisture Penetration: No watexr penetration noted.
Bathroom Fan Venting: Electric fan

N

cCoNOORLN
XHKXHKHKXX
OROOOOOC

XB

N OO0 OO
[ IO
I

—
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Structure Unit 1

ANPNI M D
1. OO0 Structure Type: Wood frame
2.X OO0 Foundation: 8X8 PT Wood Pilings and Monolithic Concrete Foundation
3.X [0 Differential Movement: No movement or displacement noted
4. XILJLILI[] Beams: Pressure Treated Para/Lam Beam
5. 1100 Bearing Walls: Frame
6. 1D L[] Joists/Trusses: Unable to view
7.X L]0 Floor/Slab: concrete
8.XILJLIL L] stairs/Handrails: Wood stairs with wood handrails
oA Subfloor: 3/4" T&G Floor Underlayment

Air Conditioning Unit 1

ANPNIM D
North Side AC System
1.00 00K A/C System Operation: Inoperative Unit did not respond to the thermostat.
2.XIO000OLC Condensate Removal: Plastic tubing
3.X O[]0 Exterior Unit: Mounted on wooden platform
4. Manufacturer: Carrier
5. Area Served: Ground & Mid Levels Approximate Age; 12 to 14 years
s

uel Type: Electric Temperature Differential: x

(ype: Heat pump Capacity: 2 ton
8.1 Visible Coil: Copper core with aluminum fins
The aluminum fins surrounding the
copper coll are becoming deteriorated
and falling away from the copper coil.
The aluminum fins are present to
dissipate the heat from the copper coil
and when the fins are no longer presenty
the coil will over heat and the
condenser will cease to function.

9.0 OK Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on the
copper tubing is deteriorated and should be replaced.

10.LJOJ0 QX L] Electrical Disconnect: Tumble switch The metal disconnect box is very rusty.

North Side AC System

MO0 [ A/C System Operation: Functional at time of inspection

12. 00000 Condensate Removal: Plastic tubing

13.XI 0O Exterior Unit: Mounted on wooden platform

14. Manufacturer: Carrier

15. Area Served: Top Floor Approximate Age: 12 to 14 years

16. Fuel Type: Electric Temperature Differential: x

17 Type: Heat pump Capacity: 2 ton
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Air Conditioning Unit 1 (Contlnued)

B8.0000X

. 00O00X
20.00000XO

Visible Coil: Copper core with aluminum fins
The aluminum fins surrounding the e
copper coil are becoming deteriorated |
and falling away from the copper coil.
The aluminum fins are present to i
dissipate the heat from the copper coill §
and when the fins are no longer present/ =

the coil will over heat and the

condenser will cease to function.

Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on the
copper tubing is deteriorated and should be replaced.
Electrical Disconnect; Tumble switch The metal disconnect box is very rusty.

Heating System Unit 1

ANPNI M D

Ground Level Utility Room Heating System —

1.0000OKX

Heating System Operation: Recommend replacement Air Handler did not resporn
te the thermostat when tested.

2. Manufacturer: Carrier

3. Type: Forced air Capacity: 2 ton

4. Area Served: Ground & Mid Levels Approximate Age: 12 to 14 years
5. Fuel Type: Electric

6. 1LICTL
7. XOL0O

Attic Heating System

8.X OO0

Blower Fan/Filter: Direct drive with disposable filter
Distribution; Metal duct

Heating System Operation; Appears functional

9. Manufacturer: Carrier

10. Type: Forced air Capacity: 1.5 ton

11. Area Served: Top Floor Approximate Age: 12 to 14 years
12. Fuel Type: Electric

13. X000
4.0 0I0
15.XO000

Blower Fan/Filter: Direct drive with disposable filter
Distribution: Metal duct
Thermostats: Individual
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Plumbing Unit 1

=

P NI
Service Line: Concealed

Main Water Shutoff: In Utility Room

Water Lines: Copper Water off at time of inspection.
Drain Pipes: PVC

Vent Pipes: PVC

Room Water Heater
LI T[] Water Heater Operation: Water turned off at time of inspection.
anufacturer: A.0. Smith

ype: Electric Capacity: 50 gallon

pproximate Age: 14 to 16 years Area Served: Whole House

L]0 TPRV and Drain Tube: Copper

XXX 1>
s OO0

M
X[
L0
X[
T N
EII:II%

Emhmm—x
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=

—
X

Bathroom Unit 1

ANPNI M D
Main Level Powder Room Bathroom

1.0 KX cCeiling: Drywall The drywall is defective
in the ceiling area where it intersects

with the wall.

2.0X OO0 walls: prywall

3.0 Floor: vinyl floor covering

4 XL [L] Doors: Painted, Flush Solid Core

5. X000 windows: Andersen, Double Hung, Tilt and Wash
6.4 ][] Electrical: Light & Receptacle

7.XILILJ0 L Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
8.X LI L] Toilets: Kohler

9.X 0[] HVAC Source: Heating system register

10.XI L] Ventilation: Electric ventilation fan

Top Floor Hallway Bathroom

M. OO0 M0L] Ceiling: prywall

12.XOCC0 walls: prywall
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Bathroom Unit 1 (Continued)

13.JO X[ Floor: vinyl floor covering The vinyl

XIIXIXXIXIXIX]

NN = & 3 s a2
Se ey 0 oy On B
OO0

OOoO0OOOog

OOO0O0OOoOg

/.

flooring is stained in the area of the
tub.

Doors: Painted, Flush Solid Core

Electrical: Light & Receptacle

Counter/Cabinet: Laminate Teop & Flush Laminate Cabinet
Sink/Basin: Ceramic

Faucets/Traps: Generic

Tub/Surround: One Piece Fiberglass

HVAC Source; Heating system register

Ventilation: Electric ventilation fan

Kitchen Unit 1 '“

2
=

XXX

AON OO NOOTAWN
HXIXIXKHKXNXX 1K

S >
[}
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=
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=
=
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HEEEEEEEEEEEnEN

Qo

OO OOXCOC XX ] o
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35
@

HEEEEEEEEEENNEN
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g Area, Main Level Kitchen

Cooking Appliances: General Electric

Ventilator: General Electric

Dishwasher: General Electric Water off at time of inspection.
Refrigerator; General Electric Disconnected from power at time of inspection
Sink: Stainless Steel, Double Bowl

Electrical: Lights & Receptacles

Plumbing/Fixtures; Generic water not on at time of inspection.
Counter Tops: Laminate and composite materials

Cabinets: Flush Laminate

Ceiling: Drywall

Walls: Drywall

Floor: Vvinyl floor covering

Windows: Andersen, Double Hung, Tilt and Wash

HVAC Source: Heating system register
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Bedroom Unit 1

ANPNI M D
Top Floor East Bedroom

1.0 OBK [0 Closet: single There is a stain on the
drywall ceiling.

2.0 000 Ceiling: brywall
X000 walls: brywall
4. 0000 Floor: carpet
5.X OO 00 Doors: painted, Flush Solid Core
6.X 0L windows: Andersen, Double Hung, Tilt and Wash
> ]LOILIL L] Electrical: Fan, Light & Receptacles
| AOJCOLC HVAC Source: Heating system register
Top Floor West Bedroom
o.X OO0 Closet: single
10.X OO0 000 Ceiling: Drywall
11.O0 000K [] Walls: brywall Drywall is stained & cracked.
12.X ][] Floor: carpet
13.X 0 CJCLC] Doors: Painted, Flush Solid Core
14.X 1O windows: Andersen, Double Hung, Tilt and Wash
15. X 1O CJ [0 Electrical: Fan, Light & Receptacles
16. X ][ HVAC Source: Heating system register
Living Space Unit 1
ANPNIMD

Ground Level Utility/Storage Room Living Space

1. OO0 ceiling: prywall
200000 walls: paneling, Painted There is organic growth on the plywood paneling
walls.

3.X OO0 Floor: concrete
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Living Space Unit 1 {Continued)

4.JOCRK L Doors: painted, Flush Solid Core There
is organic growth on the door surface.

OX OO0 windows: None
DI Electrical: Light & Receptacle
KOO0

HVAC Source: Heating system register

HOOOLO Closet: single

OO LCIB] Ceiling: Drywall There are cracks in the
drywall ceiling. the cracks appear to
follow the edges of the sheets of
drywall. Also, the ceiling drywall
appears to be bowing down in places.

10.X O 0O00[0 walls: prywall
M. OOBM L Floor: carpet The aluminum carpet threshold has lifted at the left corner.

At the party wall, the carpet tack strip nails are rusty, indicating
that the carpet has been wet in the past. This condition is in the
same area as the ceiling drywall that is cracked and bowing down.
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Living Space Unit 1 (Continued)

Doors: Bi-fold
Windows: Andersen, Dcuble Hung, Tilt and Wash
Electrical; Fan, Light & Receptacles

HVAC Source: Heating system register

ry Living Space
Closet: Single Closet door needs to be adjusted.
Ceiling: Drywall

Walls: Drywall The drywall corner bead ons= [T
the 8X8 piling just inside the entry
door is rusty. It is possible the
meisture causing this rust could be
originating at the entry door on the
floor above.

NN
OO0

X<

OXIC € RXIXIX
(|
000

LIC I

O ¢ OO
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=
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—

10-T 1[I Floor: vinyl floor covering The vinyl floor is damaged.
. AQOOO[O Electrical: Light & Receptacle
CIX OO

HVAC Source; None

22. X000 Ceiling: prywall

CI1C0 00X ] walls: Drywall The drywall under the
window is deteriorated. Moisture is
migrating through the window above and
on the drywall.

24. 0O KO Windows: Andersen Double Hung See note above for drywall.
25.X QL] Electrical: Lighting
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Laundry Room/Area Unit 1

ANPNI' M D
Main Level Laundry Room/Area

1.XIOCO 00 Ceiling: Drywall

2.DALILI LI walls: Drywall

3.0 Floor: vinyl floor covering The vinyl flooring is damaged.
4. ] Doors: Painted, Flush Solid Core
50000 windows: Andersen, Double Hung, Tilt and Wash
6.XAL]LIL ][] Electrical: Light & Receptacle

7.X 0L C] HVAC Source: Heating system register

8.X OO0 washer Hose Bib: Recessed Box

9. X L] washer and Dryer Electrical: 110-240 VAC

10.X LI L] Dryer Vent: Rigid metal

M.X L] washer Drain: wall mounted drain
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Marginal Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components

1. Deck: Front, Pressure Treated Wood There is one floor
jeist near the front of the deck that is not
properly supported with a metal joist hanger.

2. Stairs/Landing: RearStairs & Landing, Pressure Treated
Wood The wood pickets are loose or out of place.
The nails used to secure the pickets are
rusty/deteriorated. The decorative wood trim at the

! .0op of the handrail post, mest of this trim is

" missing or deteriorated. There is a 12 inch opening
at the top of the stairs between the porch post and
the handrail post, there is nc handrail in this
area. The opening is large enough for a small
child to fall through.

3. Grade/Topography: General Condition: On the north side of the unit, it appears that
water would gravitate toward the unit at time of rain and possibly cause erosion at
the concrete foundation.

4. Exterior Walls Exterior Surface Type: Horizontal Wood Ship Lap Siding The exterior walls, some
of the wood lap siding is split and should be replaced. All exterior wall surfaces
should be examined and re nailed in the areas where is has become loosge. The
exterior of the house should be pressure washed and repainted.

5. Accent Walls Exterior Surface Type: Plywood Panels with machine shake appearance. All
exterior wall surfaces should be examined and re nailed in the areas where is has
become loose. The machine shake look plywood panels, the nails are loose in several
places. The exterior walls should be examined and the loose siding re nailed.

6. Windows: Andersen Double Hung, Tilt & Wash Feature Several of the windows,
particularly in the stairway, the drywall under then has been damaged by moisture
migration.

7. Window Screens: Metal wire There are very few screens installed in the windows, there

are however, screens sitting in various places throughout the units.

Hose Bibs: Frost Proof The know for the rear hosge bib is defective.
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Marginal Summary (Continued)

Roof
9. All Roof Areas Roof Surface Material: Asphalt shingle There

are several ridge cap shingles missing from the
lower roof.

There were several roofing nails observed that the
nail heads are rusty.

Air Conditioning Unit 1
10. North Side AC System Electrical Disconnect: Tumble switch The metal disconnect box ig very

rusty.

11. North Side AC System A/C System Operation: Functional at time of inspection
12. North Side AC System Electrical Disconnect: Tumble switch The metal disconnect box is very
rusty.
Bathroom Unit 1
13. Main Level Powder Room Bathroom Ceiling: Drywall The

drywall is defective in the ceiling area where it
intersects with the wall.

14. Top Floor Hallway Bathroom Floor: Vinyl floor covering The
vinyl flooring is stained in the area of the tub.
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Marginal Summary (Continued)

Bedroom Unit 1

15. Top Floor East Bedroom Closet: Single There is a stain on
the drywall ceiling.

16. Top Floor West Bedroom Walls: Drywall Drywall is stained & cracked.
Living Space Unit 1
17. Ground Level Utility/Storage Room Living Space Walls: Paneling, Painted There is organic growth

cn the plywecod paneling walls.
18. Ground Level Utility/Storage Room Living Space Doors: Painted,
Flush Solid Core There is organic growth on the

loocr surface.

19. Main Level Living Area Living Space Floor: Carpet The aluminum carpet threshcold has lifted at

the left corner.
At the party wall, the carpet tack strip nails are rusty, indicating that the carpet

has been wet in the past. This condition is in the same area as the ceiling drywall
that is cracked and bowing down.
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Marginal Summary (Continued)

20. Ground Level Entry Living Space Closet: Single Closet door needs to be adjusted.
21. Ground Level Entry Living Space Walls: Drywall The drywall s
cornier bead on the 8X8 piling just inside the entry |
door is rusty. It is possible the moisture causing = .
this rust could be originating at the entry door on
the flcor above.

22. Interior Stairs Living Space Walls: Drywall The drywall under
the window is deteriorated. Moisture is migrating
through the window above and on the drywall.

23. Interior Stairs Living Space Windows: Andersen Double Hung See note above for drywall.

Palm-Tech Inspector, Copyright ® 1998-2006, PDmB, Inc.



American Home Inspections of NE NC
13:41 April 18, 2011 Page 19 of 22
Unit #46020A.pt5

Defective Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components

1. Porch: Rear, Pressure Treated Wood The porch floor ledger is not bolted to the
structure. The porch screen door is damaged. Screen panels for the porch are misging
or damaged.

7 Entry Doors: Ground Front, Fiberglass, Full View Glass
i rhe sill support at the bottom of the door exterior
"is out of place and should be re nailed or
replaced. There are stains on the vinyl floor
inside the dcocor indicating that moisture is
migrating under the door and into the housge at
times of rain. The door hardware is defective or
needs cleaning. The door will not lock properly.

3. Entry Deoor: Kitchen/Dining Area, Fiberglass, Fullview
Glass The sub-floor just inside the door is
deteriorated, this is caused by mcisture migration
under the bottom of the door. The vinyl flooring
is deteriorated by the moisture migration.

=xterior Lighting: Exterior, Surface Mount There is a exterior light under the front deck
that was wired with interior romex wiring that should have been installed in
electrical conduit. There ig a light installed for the rear stairs. The interior
romex wiring for this light should have been installed in electrical conduit.
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Exterior Surface and Components (Continued)

Exterior Lighting,: (continued

Roof

5. Gutters: Plastic There connections at the plastic gutter pipe sections where the glue
has failed and water is leaking from the gutters in these area.

NN

6. Downspouts: Plastic The is one place where the plastic down spout and extension is
missing.

Electrical Unit 1

7. Smoke Detectors: Hard wired with battery back up Most units, some of the smoke detector
have been removed, others do not respond to the test. I recommend that all smoke
detectors be replaced in these units.

Air Conditioning Unit 1

8. North Side AC System A/C System Operation: Incperative Unit did not respond to the
thermestat.
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Defective Summary (Continued)

9. North Side AC System Visible Coil: Copper core with aluminum -

10.

LiE

12.

fins The aluminum fins surrounding the copper coil
are becoming deteriorated and falling away from the |
copper coil. The aluminum fins are present to
dissipate the heat from the copper coil and when
the fins are no longer presgent the coil will over
heat and the condenser will cease to function.

North Side AC System Refrigerant Lines: Rubbertex Ingulation The black rubbertex insulation
on the copper tubing is detericrated and should be replaced

North Side AC System Visible Coil: Copper core with
aluminum fins The aluminum fins surrounding the
copper coil are becoming deteriorated and falling
away from the copper coil. The aluminum fins are
present to dissipate the heat from the copper coil
and when the fins are no longer present the coil
711l over heat and the condenser will cease to
function.

North Side AC System Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation
on the copper tubing is detericorated and should be replaced.

Heating System Unit 1

13.

Ground Level Utility Room Heating System Heating System Operation: Recommend replacement Air
Handler did not respond to the thermostat when tested.

Living Space Unit 1

14.

Main Level Living Area Living Space Ceiling: Drywall There are
cracks in the drywall ceiling. the cracks appear
to follow the edges of the sheets of drywall.

Also, the celling drywall appears to be bowing down
in places.
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Defective Summary (Continued)

15. Ground Level Entry Living Space Floor: Vvinyl flcor covering The vinyl floor is damaged.
Laundry Room/Area Unit 1

16. Main Level Laundry Room/Area Floor: Vinyl floor covering The vinyl flooring is damaged.
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Definitions

NOTE: All definitions listed below refer to the property or item listed as inspected on this report at the time of inspection
A Acceptable Functional with no obvious signs of defect.
NP  Not Present  Item not present or not found.
NI Not Inspected Item was unable to be inspected for safety reasons or due to lack of power, inaccessible, or disconnected at time
of inspection.
M Marginal item is not fully functional and requires repair or servicing.
D Defective ltem needs immediate repair or replacement. It is unable to perform its intended function.

General Information

Property Information
Property Address US Coast Guard Housing Unit #46020B

i

City Buxton State NC Zip 27920
Contact Name Sanuel Horton
Phone 813 340 5163 Faxx

Client Information

Client Name ThomCo Enterprises Inc
Client Address x

City x Statex Zipx

E-Mail samuelh@thomcoent . com

Inspection Company

Inspector Name Ralph W. Woodard, NC Licensed Home Inspector #493
Company Name American Home Inspections of NE NC

Company Address PC Box 2347

City Kitty Hawk  State NC  Zip 27949

Phone Cell 25 202 8344 Faxx

E-Mail ralphdubya@embargmail. com

Conditions

Others Present No Cne Property Occupied Vacant
Estimated Age 14 to 16 vyears Entrance Faces South
' mection Date 03/23/2011

. clricOn ® Yes O No O Not Applicable

Gas/Oil On O Yes O No @ Not Applicable

Water On O Yes ® No O Not Applicable
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General Information (Continued)

Temperature 50-55 degrees
Weather Clear Soil Conditions Dry
Building Type Duplex Garage Carport

Exterior Surface and Components

ANPNI M D

Exterior Walls Exterior Surface

1. 000K Type: Horizontal Wood Ship Lap Siding At
the rear wall where the two units are
Joined, the siding is deteriorated.
This is possgibly caused by the way the
hip roofs of the two duplex units meet
in this area There is no roof overhang
on any of the roofs. During periods of
rain, where the angles of the hip roofs
meet, there is more rain water present
than the gutters can drain, causing the
gutters to overflow and allowing water
migrating behind the siding into the
house framing. The wood lap siding,
the nails are backing ocut of the wood.
The finish on the siding is peeling and
fading. The wood lap siding should be
re nailed, pressure washed and
repainted.

Accent Walls Exterior Surface

200000 Type: Plywood Panels with machine shake
appearance. The plywood siding in this
area is deteriorated and should be
replaced.

.XIO0O00OLC0 Trim: Wwood, Aluminum Covered
4. X000 Fascia: Wood, wraped with Aluminum Coil Stock
5.X OO0

Soffits: vinyl panels
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Exterior Surface and Components (Continued)

6. JL LI Stairs & Landing: 211, Pressure Treated Wood There is a romex wire installed
under the stairs to feed a light on the stair landing. Thisg romex wire
should have bin installed in electrical conduit.

The "beauty band on the side of the stairs has become loose and should
be re nailed.

Several of the handrail pickets have become loose, the nails holding
the pickets in place are also deteriorated. The ceonstruction detail of
the stair and landing handrails is faulty. The 2X4 boards used should
have been installed with the edge side up not the flat gide up. This
make the handrail stronger and provides a better area to attach the
wood pickets.

L

7.0 O[] Decks:all, Pressure Treated Wood One floor joist at the front of the
deck, the joist is held in place by the shear of the nails. It should
have been installed in a metal Jjoist hanger.

There is a romex wire installed for a exterior light under the deck.
This wire should have been installed in electrical conduit.

The same romex wire, at the point where it enters the deck ledger
against the house, the hole should have been filled with a sealed to
keep moisture and insects out of the house.
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Exterior Surface and Components (Continued)

Decks: (continued

8. LIMNX Porch:all, pPressure Treated Wood There 4
are holes in the porch floor ledger

board against the house that should be
gsealed to keep insgects and wmoisture
out.
The porch lights did not respond to the
switch.
The porch exterior outlet did not
respond to the testing device.
The screen panelg, one of the screens
ig missing. I would recommend that
all the screens be removed from the
porches. 1In this area with the high
winds, maintaining screen porches is an
ongoing problem.

X LOOLILCILC] Entry Doors: Ground Front, Fiberglass, Full View Glass

X OOOL] Entry Door: Ground Utility Room, Fiberglass, Flush Solid Core

OO0

Entry Door: Main Living Area, Fiberglass, Full View Glass

Y
- O
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Exterior Surface and Components (Continued)

12.JO0OK L Entry Door: Xitchen/Dining Area, Fiberglass, Fullview Glass The wood sill
support under the extericr door threshold should be removed and
reinstalled properly under the door threshecld.
The vinyl flooring on the inside of the door is discolored. This ig a
clear indication that meoisture is migrating under the bottom of the
door and into the living area. The door should be adjusted te fit into
the opening properly.

13 MO0 Windows: Andersen Double Hung, Tilt & Wash Feature
JO O[O window Screens: Metal wire There are very few screens installed in the
windows, there are however, screens sitting in various places
throughout the units.
15.X OO0 Exterior Lighting: Exterior, Surface Mount
16. ][] X [] Exterior Electric Qutlets: Exterior, Surface Mount There is no power this
exterior ocutlet.
17.0 O X [O[] Hose Bibs: Frost Prcof Water was not turned on at time of inspection.
Roof
ANPNI M D

All Roof Areas Roof Surface
1. Method of Inspection: On roof

2. X000 Material: Asphalt shingle
3. Type: Hip & Gable

4. Approximate Age: 14 to 16 years

5.XILI [0 Flashing: Metal

6. XL valleys: aAsphalt shingle

7.XICIC0C00 Plumbing Vents: 2ve

8 Roof Water Control

9. OO COK Gutters; Plastic There are part of the plastic rain gutters missing from

most of the units in this complex. I suggest that the gutters be
removed and the water catchment system located on the ground level
under the house be abandoned. Very few homes on the cuter banks have
rain gutters installed. This is a very high wind area and rain gqutters
are not practical and are very high maintenance,
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Garage Unit 1

ANPNIM D

Carport, Attached Drive Under Garage

1. Type of Structure: Caxrport Car Spaces: 01
2. X0 Ceiling: Masonite W/Wood Trim Boards
3.XLI0LILIL] Floor/Foundation: Concrete
4. X 10000 Electrical: Lights & outlet
Electrical Unit 1

ANPN M D
1. Service Size Amps: 200 Volts: 110-240 VAC
2. X000 service: Aluminum
3. L1101 120 VAC Branch Circuits: Copper
4. D] 0] 240 VAC Branch Circuits: Copper and aluminum
5. LILIL] Aluminum Wiring: Not present
6.X L1111 ] Conductor Type: Romex
7. 00000 Ground: Rod in ground only
8. X LILILJ L] Smoke Detectors: Hard wired with battery back up
Ground Level Utlhty Room Electric Panel
9.1 K] Manufacturer: Cutler-Hammer Where the electric panel wire goes through the

wall, looking on the inside of the hole, daylight can be seen. This

hole should be sealed to keep moisture ocut.
10. Maximum Capacity: 200 Amps
11.X T ] Main Breaker Size: 200 Amps
12.X 1000 L] Breakers: Copper and Aluminum
13. Is the panel bonded? ® Yes O No

i

Structure Unit 1

ANPN M D
1. IO 0] Structure Type: Wood frame
2.4 JTJI][] Foundation: 8X8 PT Wood Pilings and Monolithic Concrete Foundation
. ] 0] Differential Movement: No movement or displacement noted
4. L1L]L]L] Beams: Pressure Treated Para/Lam Beam
5. X101 ] Bearing Walls: Frame
6. ]I ]] Joists/Trusses: Unable to view
7.X ]300 Floor/Slab: Concrete
8.DALILILIL] Stairs/Handrails: Wood stairs with wood handrails
O.XIO00LIL] Subfioor: 3/4™ T&G Floor Underlayment
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Attic Unit 1

ANPNI M D
Main Attic

1. Method of Insp
ZIDDDD
XL
4.0000K
5.X LI
6.0 1011 L]
7YX
8.} 1010 L
o.M
10.X 0000

spection: From the attic access

Roof Framing: Truss Roof Framing

Sheathing: P1lywood

Ventilation: Rocf and soffit vents The roof at the front right corner of the
unit, the roof vent appears to be defective allowing moisture to enter
the enclosed attic area. Also the roof gutter down spout is missing
from the gutter installed above this roof. If this rcof wvent were
eliminated, the problem would be solved.

Also, when the powder room ventilation fan was installed, the vent pipe
was terminated under the roof wvent in question. It appears that
moisture is entering the vent pipe and running over to the ceiling bath
fan, causing damage in that area.

It appears to me that the roof has been repaired since my first visit
to the site but, the deteriorated truss roof and roof sheathing was not
repaired before the roof was repaired.

Insulation: Batts

Insulation Depth: 9 inches

Vapor Barrier; Paper

Wiring/Lighting: Light & Outlet

Moisture Penetration: Ongoing water penetration noted Please refer to the
note above for ventilation.

Bathroom Fan Venting: Electric fan
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Air Conditioning Unit 1

ANPNI M D
South Side AC System
1. 00000 K A/C System Operation: Inoperative The HVAC

condenser is in a deteriorated state,
the aluminum fins are falling from the
copper coll, the metal parts of the
cabinet and the interior parts are
rusty and deteriorated. The condenser
appears to be beyond economical repair.

2. 0[] Condensate Removal: Plastic tubing

3.XI OO Exterior Unit: Mounted on wooden platform

4. Manufacturer: Carrier

5. Area Served: Ground & Mid Floor Levels Approximate Age: 14 to 16 years

6. Fuel Type: Electric Temperature Differential: x

7. Type: Heat pump Capacity: 2 ton

8. 0P Visible Coil: Copper core with aluminum fins As noted above, the aluminum
fins on the copper coil are deteriorated and falling from the copper
coil. The aluminum fins are intended to dissipate heat away from the
copper coil. Without the aluminum fing, the condenser will over heat.

9. ][0 Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on the
copper tubing is deteriorated and should be replaced.

10.4 O[] Electrical Disconnect: Fused

South Side AC System

M. OB A/C System Operation: Inoperative

12.X 000 Condensate Removal: Plastic tubing

13. X LI L L] Exterior Unit: Mounted on wooden platform

14. Manufacturer: Carrier

15. Area Served: Top Floor Approximate Age: 14 to 16 years

16. Fuel Type: Electric Temperature Differential: x

17. Type: Heat pump Capacity: 1.5 ton

18.J O Visible Coil: Copper core with aluminum fins] ~

Please see note above for Visible Coil.l

bl o = ot
g b o : B \ =

199.J QO LK Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation on the
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Air Conditioning Unit 1 (Continued)

Refrigerant Lines: (continued)
copper tubing 1s deteriorated and should be replaced.

20. ]3] Electrical Disconnect: Fused

Heating System Unit 1

ANPNI M D
Ground Level Utility Room Heating System
1.03000 Heating System Operation: Recommend replacement When tested, the HVAC system
did not respond to the thermostat.

2. Manufacturer: Carrier

3. Type: Forced air Capacity: 2 ton

4. Area Served: Ground & Mid Levels Approximate Age: 14 to 16 years

5. Fuel Type: Electric

6. 11X [C] Blower FanfFilter: Direct drive with disposable filter

7. O Distribution: Metal duct

Attic Heating System
8.0 O] Heating System Operation: Recommend replacement
9. Type: Forced air Capacity: 1.5 ton
0. Area Served: Top Floor Approximate Age: 15 years
* Fu

1
1 el Type: Electric
Vo JOBLL] Blower Fan/Filter: Direct drive with disposable filter
13.64 ][] Distribution: Metal duct
14. IR E]E] Thermostats: Individual Thermostat did not activate the heating system.
Plumbing Unit 1
ANPNI M D
1. CIC] Service Line: Concealed
2.X OO0 Main Water Shutoff: In Utility Room
.0 L] Wwater Lines: Copper Water off at time of inspection.
4. 1L1C1[] Drain Pipes: pvc
5. OO0 [0 VentPipes: pvc
Utility Room Water Heater
6. 11K [][] Water Heater Operation: Water turned off at time of inspection.
7. Manufacturer: A.0. Smith
8. Type: Electric Capacity: 50 gallon
9. Approximate Age: 14 to 16 years Area Served: Whole House
10.XI L1 L] TPRYV and Drain Tube: Copper
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Bathroom Unit 1

ANPNI M D
Main Level Powder Room Bathroom

1. OO0 Ceiling: brywall The drywall ceiling in
the area of the exhaust fan is
detericrated from a rocf leak.

2.XO00O00 walls: rywall
3.XITI 00 Floor: vinyl floor covering
4. X0 Doors: Painted, Flush Solid Core
5. 0L L] windows: Asndersen, Double Hung, Tilt and Wash
6. ][] Electrical: Light & Receptacle
7.XIO0O OO0 Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
8.0 Faucets/Traps: Generic
O.XITOOO0O Toilets: Kohler
10.XILIOI L[] HVAC Source: Heating system register
11. XL L] Ventilation: Electric ventilation fan
Top Fioor Bathroom
12.X OO0 cCeiling: Drywall
13.XO0O000 walls: brywall
14. X L1000 Floor: vinyl floor covering
15.XI L[] Doors: Painted, Flush Solid Core
16. ][] Electrical: Light & Receptacle The wall
mounted electrical switches for the
exhaust fan and overhead light are
within the reach of someone standing in
the tub. There is not much that can be
done at this point but, this is a
safety issue.
17.X OO [0 Counter/Cabinet: Laminate Top & Flush Laminate Cabinet
18.X 0[] Sink/Basin: Ceramic
19.XIL] L Faucets/Traps: Generic
20.X LI JOI L] Tub/Surround: One Piece Fiberglass
21.X 1110 Toilets: Kohler
22.X OO0 HVAC Source: Heating system register
23.X4 000 Ventilation: Electric ventilation fan
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Kitchen Unit 1

L[ Cooking Appliances: General Electric

LI Ventilator: General Electric The roof
termination cover for the range
ventilation fan is deteriorated.

Dishwasher: General Electric Water off at time of inspection.

Refrigerator: General Electric Refrigerator unplugged at time of inspection.
Sink: Stainless Steel, Double Bowl

Electrical: Lights & Receptacles

Plumbing/Fixtures: Generic Water off at time of inspection.
Counter Tops: Laminate and composite
materials The counter top back splash
is separating from the wall.

LI IXIXIC ]
LT
CIXICICIXIX]
XOCICOC]

COOOO

Cabinets: Flush Laminate Several of the cabinet doors need to be adjusted.
Ceiling: Drywall

Walls; Drywall

Floor: vinyl floor covering There are several cuts in the vinyl, the seams
are failing and the vinyl is discolored from age.

Windows: Andersen, Double Hung, Tilt and Wash

HVAC Source: Heating system register

CIXIX]
HEE RN
HENE NN
I
L0 X

X
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Bedroom Unit 1

ANPNI M D

Top Rear Bedroom

1. OO Closet: single

2LILILIL] Ceiling: Drywall

.00 walls: brywall

4.XO0OLO[L Floor: carpet

5.1 LI Doors: Painted, Flush Solid Core The door is damaged at the top corner.
The door needs to be adjusted, the door rubs the carpet when opened.

6. ] [J[][] Windows: Andersen, Double Hung, Tilt and Wash

7.X ][] L] Electrical: Fan, Light & Receptacles

8.XIJJL [0 HVAC Source: Heating system register

Top Front Bedroom

9.X OO Closet: single

10.X QLML Ceiling: brywall

M. OO0 walls: brywall

12.XIO OO0 Floor: carpet

13.JLICIBA[] Doors: Painted, Flush Solid Core Door needs to be adjusted to fit into
opening properly.

14. X100 O[] Windows: andersen, Double Hung, Tilt and Wash

15. X J L[] Electrical: Fan, Light & Receptacles

16.D4 ] [JL][] HVAC Source: Heating system register

Living Space Unit 1 V
ANPNI M D

Ground Level Utility/Storage Room Living Space

1.XIO OO0 Ceiling: Drywall

2.0 00K Walls: paneling, Painted There is organic
growth present in many places on the
walls.

. OO Floor: concrete

4 X111 Doors: Painted, Flush Solid Core

5. 1KLL [L] Windows: None

6.XJ[J[J[J[] Electrical: Light & Receptacle

7.XOC0 0L HVAC Source: Heating system register

Main Level Living Area Living Space
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Living Space Unit 1 (Continued)

8.JO ML Closet: single Wire shelves, the center
support is missing from the shelves,
causing the shelves tc be bent in the
center.

o.X OO cCeiling: brywall

10.X L1 00E] walls: prywall

1M1. X000 Floor: carpet

12.X OO0 Doors: Bi-fold

13.X O] Windows: Andersen, Double Hung, Tilt and Wash

14.X OO0 Electrical: Fan, Light & Receptacles

15. X[ [ L[] HVAC Source: Heating system register

Ground Level Entry Living Space

. JO0OK[O Closet: single Closet door needs to be adjusted to fit into opening
properly.

17. 00K [ Ceiling: brywall There are cracks in the drywall ceiling at the angles.

18. X 00000 walls: brywall

19.LJLJO B[] Floor: vinyl floor covering The vinyl flooring is scuffed and damaged.

20.JJCJNX[] Doors: Painted, Flush Solid Core There is organic growth present on the
surface of the door between the entry foyer and the utility room.

21.MAIO0C0 00 Electrical: Light & Receptacle

22.[1X [ HVAC Source: None

Laundry Room/Area Unit 1
ANPNI M D

Main Level Laundry Room/Area

1.00 00K cCeiling: Drywall The drywall ceiling is
damaged from a rocf leak above.
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Laundry Room/Area Unit 1 (Continued)

2.0 000 walls: brywall The drywall in the corner
appears to be damaged from the same
roof leak.

[
]
[
X

Floor: vinyl floor covering The vinyl flooring is damaged and there are
cuts in the surface.

Doors: Painted, Flush Sclid Core

Windows: 2ndersen, Double Hung, Tilt and Wash

Electrical: Light & Receptacle

HVAC Source: Heating system register

Washer Hose Bib: Recessed Box

Washer and Dryer Electrical: 110-240 VAC

Dryer Vent: Rigid metal

Washer Drain: wall mounted drain

RKRKKRRKN (]

EEEEEEEN
EEEEEENN
EEEEEEEN
EEEEEEEN

—

Patm-Tech Inspector, Copyright ® 1998-2006, PDmB, Inc.



American Home Inspections of NE NC
16:10 March 30, 2011 Page 15 of 22

Unit #46020 B.pt5

Marginal Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components

1. Stairs & Landing: 211, Pressure Treated Wood There is a romex wire installed under the

stairs to feed a light on the stair landing. This romex wire should have bin
installed in electrical conduit.

The "beauty band on the side of the stairs has become loose and should be re nailed.

Several of the handrail pickets have become loose, the nails heolding the pickets in
place are also deteriorated. The construction detail of the stair and landing
handrails is faulty. The 2X4 boards used should have been installed with the edge

side up not the flat side up. This make the handrail stronger and provides a better
area to attach the wood pickets.

']

2. Decks: A11l, Pressure Treated Wood One floor joist at the front of the deck, the joist
is held in place by the shear of the nails. It should have been installed in a
metal joist hanger.

There is a romex wire installed for a exterior light under the deck. This wire
should have been installed in electrical conduit.
The same romex wire, at the point where it enters the deck ledger against the house,

the hole should have been filled with a sealed to keep moisture and insects out of
the house.
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Exterior Surface and Components (Continued)

. Entry Door; Kitchen/Dining Area, Fiberglass, Fullview Glass The wood s8ill support under
the exterior door threshold should be removed and reinstalled properly under the
door threshecld.
The vinyl flooring on the inside of the door is discolored. This is a clear
indication that moisture is migrating under the bottom of the door and into the
living area. The door should be adjusted to fit into the opening properly.

\ o

. Window Screens: Metal wire There are very few screens installed in the windows, thers
are however, screens sitting in variocus places throughout the units.
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Unit #46020 B.pt5

Marginal Summary (Continued)

5. Exterior Electric Outlets: Exterior, Surface Mount There is no power this exterior outlet.
Electrical Unit 1

6. Ground Level Utility Room Electric Panel Manufacturer; Cutler-Hammer Where the electric panel wire
goes through the wall, looking on the inside of the hole, daylight can be seen.
This hole should be sealed to keep moisture out.

Bathroom Unit 1

7. Top Floor Bathroom Electrical: Light & Receptacle The wall
mounted electrical switches for the exhaust fan and
overhead light are within the reach of someone
standing in the tub. There is not much that can be
done at this point but, this is a safety issue.

Kitchen Unit 1

« «itchen & Dining Area, Main Level Kitchen Counter Tops: Laminate
and composite materials The counter top back splash
is separating from the wall.

9. Kitchen & Dining Area, Main Level Kitchen Cabinets: Flush Laminate Several of the cabinet doors
need to be adjusted.

Bedroom Unit 1

10. Top Front Bedroom Doors: Painted, Flush Solid Core Door needs to be adjusted to fit into
opening properly.
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Marginal Summary (Continued)

Living Space Unit 1

11. Ground Level Utility/Storage Room Living Space Walls: Paneling,
Painted There is organic growth present in many
places on the walls.

12. Main Level Living Area Living Space Closet: Single Wire
shelves, the center support is missing from the
shelveg, causing the shelves to be bent in the
centens

13. Ground Level Entry Living Space Closet: Single Closet door needs to be adjusted to fit into
opening properly.

14. Ground Level Entry Living Space Ceiling: Drywall There are cracks in the drywall ceiling at
the angles.

15. Ground Level Entry Living Space Floor: Vinyl floor covering The vinyl flooring is scuffed and
damaged.

16. Ground Level Entry Living Space Doors; Painted, Flush Sclid Core There is organic growth
present on the surface of the door between the entry foyer and the utility room.
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Defective Summary

This summary is not the entire report. The complete report may include additional information of concern to the client. It is recommended
that the client read the complete report.

Exterior Surface and Components

1.

2.

8

Exterior Walls Exterior Surface Type: Horizontal Wood Ship Lap
Siding At the rear wall where the two units are
joined, the giding is deteriorated. This is
possibly caused by the way the hip roofs of the two
duplex units meet in this area There is no roof
overhang on any of the roofs. During periocds of
rain, where the angles of the hip roofs meet, there
is more rain water present than the gutters can
drain, causing the gutters to overflow and allowing
water migrating behind the giding into the house
framing. The wocod lap siding, the nails are
backing ocut of the wood. The finish on the siding
is peeling and fading. The woed lap siding should
be re nailed, pressure washed and repainted.

Accent Walls Exterior Surface Type: Plywood Panels with
machine shake appearance. The plywood siding in
this area is deteriorated and should be replaced.

Porch: A11, Pressure Treated Wood There are holes in
the porch floor ledger board against the house that
should be sealed to keep insects and moisture ocut.
The porch lights did not respond to the switch.
The porch exterior outlet did nct respond to the
testing device.

The screen panels, one of the screens is missing.
I would recommend that all the screens be removed
from the porches. 1In this area with the high
winds, maintaining screen porches is an ongoing
problem.

Roof

4

Gutters: Plastic There are part of the plastic rain gqutters missing from most of the
units in this complex. I suggest that the gutters be removed and the water
catchment system located on the ground level under the house be abandoned. Very few
homes on the outer banks have rain gutters installed. This is a very high wind area
and rain gutters are not practical and are very high maintenance.
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Defective Summary (Continued)

Attic Unit 1

Main Attic Ventilation: Roof and scffit vents The roof at the front right corner of the
unit, the roof vent appears to be defective allowing moisture to enter the enclosed
attic area. Also the roof gutter down spout is missing from the gutter installed
above this roof. If this roof vent were eliminated, the problem would be solved.
Also, when the powder rcom ventilation fan was installed, the vent pipe was
terminated under the roof vent in question. It appears that moisture is entering
the vent pipe and running over tc the ceiling bath fan, causing damage in-that area.
It appears to me that the roof has been repaired since my first visit to the site

but, the deteriocrated truss roof and roof sheathing was not repaired before the roof
aired.

was rep

 §

Main Attic Moisture Penetration: Ongoing water penetration noted Please refer to the note
above for ventilation.

Air Conditioning Unit 1
7. South Side AC System A/C System Operation: Inoperative The
BEVAC condenser 1s in a deteriorated state, the
aluminum fins are falling from the copper coil, the
metal parts of the cabinet and the interior parts

are rusty and deteriorated. The condenser appears
to be beyond economical repair.

8. South Side AC System Visible Coil: Copper core with aluminum fins As noted above, the
aluminum fins on the copper coil are deteriocrated and falling from the copper coil.
The aluminum fins are intended to dissipate heat away from the copper coil.
the aluminum fins, the condenser will over heat.

9. South Side AC System Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation
on the copper tubing is deteriorated and should be replaced.

10. South Side AC System A/C System Operation: Inoperative

Without
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Defective Summary (Continued)

11. South Side AC System Visible Coil: Copper core with
aluminum fins Please see note above for Vigible
Coil.

. ‘-é'l_lb y e \\ ; -V ==
12. South Side AC System Refrigerant Lines: Rubbertex Insulation The black rubbertex insulation
con the ccpper tubing is deteriorated and should be replaced.

Heating System Unit 1

13. Ground Level Utility Room Heating System Heating System Operation: Recommend replacement When
tested, the HVAC system did not respond te the thermostat.

14. Attic Heating System Heating System Operation: Recommend replacement
- Bathroom Unit 1
I Main Level Powder Room Bathroom Ceiling: Drywall The

drywall ceiling in the area of the exhaust fan is
deteriorated from a roof leak.

Kitchen Unit 1

16. Kitchen & Dining Area, Main Level Kitchen Ventilator: General
Electric The roof termination cover for the range
ventilation fan is deteriorated.
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Defective Summary (Continued)

17. Kitchen & Dining Area, Main Level Kitchen Floor: Vinyl floor covering There are several cuts in
the vinyl, the seams are failing and the vinyl is discolored from age.

Bedroom Unit 1

18. Top Rear Bedroom Doors; Painted, Flush Sclid Core The door is damaged at the top
corner.
The door needs to be adjusted, the door rubs the carpet when opened.

Laundry Room/Area Unit 1

19. Main Level Laundry Room/Area Ceiling: Drywall The drywall
ceiling is damaged from a rocf leak above.

20. Main Level Laundry Room/Area Floor: Vinyl floor covering The vinyl flooring is damaged ar
there are cuts in the surface. '
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